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PNEUMATIC INDUSTRIAL GRIPPERS

2-Jaw General Industrial Grippers | Product Overview

Stroke Grip Force Operating Special Page
mm [in] N [Ibs] Environment Features GR-GEN-#
4-32 60-2749 IP54 Compact Design 3

[0.16-1.26] [13-618] with High Grip Force.

IP66 Using Purge Port Sealed Gripper. Dirty

32-19.1 621779 & Boot Option. Clean "9 Caustic Envionments. .
[0.13-0.75]  [14-400] Room Class 10, ISO 4 lde Range of sizes.
Using Scavenge Port DIR, L ONNECHH

IP54 Using Purge Rugged G‘Ia_ner}!'
4.8-508  62-1779  Port. Clean Room Wgose App cations. 9
[0.188-2] [14-400] Class 100, 1SO 5 ide Range of Sizes.

Using Scavenge Port DIR “ONNECHH

8 Position Sensing General
6.35-25.4 222-249 IP54. Clean Room Purpose Gripper. Multiple

[0.25-1.0] [50-56] Class 100, 1ISO 5 Mounting/Porting Options. 27
[ CONNECT
IP55 Using Purge Highest Force vs. Size &
4-70 361-28002 Port. Clean Room Weight. Wide Range of 31
[0.16-2.73] [81-6300] Class 100, ISO 5 Sizes. High Precision. Long
Using Scavenge Port Fingers. Rugged Applications
10-30 480-3268 IP55. Class.100, Spring Assisf.. Rugged
[0.39-1.181] [108-753] ISO 5 Using and Harsh Environments. 41
’ ’ Scavenge Port High Precision.
Small General Purpose.
4.0-50.8 156-3336 P43 Rugged Applications. 47,
[0.16-2] [35-750] Wide Range of Sizes. 51

Cost Effective

Smallest Gripper,

= h
= = ] F -
E s o4 : !
=y p = &

[03]%_8'35] ?8? IP33 Low Friction, Small 59
ST Parts Handling.
IP64 Using Purge Smallest Shielded
3.2-6.3 36 Port. Clean Room Gripper for Clean or Harsh 59
[0.13-0.25] [8] Class 10, I1SO 4 Environments. Small
Using Scavenge Port Delicate Parts Handling.
Spring Assist, General
4-43 222-2669 P43 Purpose Gripper. Rugged 63
[0.16-1.7] [50-600] Applications. Wide Range
of Sizes. Cost Effective
DesTACO GR-GEN | 1 Dimensions and technical information are subject to change without notice
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PNEUMATIC INDUSTRIAL GRIPPERS

2-Jaw General Industrial Grippers | DIRECTCONNECT™ Mounting Combatabilty Chart

DIRECT0)\]]5C1 Modular Direct Mounting System without Adapter Plates
Products can be mounted in multiple positions. Refer to datasheet for complete info.

Slide to Gripper Slide to Gripper Slide to Gripper Slide to Gripper

\j/|;3 e
DLT Thruster Slide to DLM Thruster Slide to DLT Thruster Slide to DLT Thruster Slide to
DPDL Parallel Gripper DPDL Parallel Gripper DPDS Parallel Gripper DPDS Parallel Gripper

Slide to Gripper Slide to Gripper Rotary to Gripper

DLT Thruster Slide to DLT Thruster Slide to DRF Rotary Actuator to DRF Rotary Actuator to
DPG Parallel Gripper DPG Parallel Gripper DPDL Parallel Gripper DPG Parallel Gripper
| L] ° oo

DIRECT0)\[\[35]L Mounting Compatibility Chart
DESTACO’s DIRECTCONNECT™ technology, allows all components of the ° "5 °
system—grippers, rotaries and slides—to be mounted together directly. Look S [E—
for matching icons on product datasheets for mounting compatibility. .
Note: The numbers in the cell represent the metric screw size and basic mounting pattern. i M5 . E M5 E
S=Square, R=Rectangle. ie; 55 = M5 Screw with square mounting pattern. 5S 5R

Catalog Models DPDS-047, DPDS-088, DPDS-175, DPDL-047, DPDL-088, DPDL-175,

056 125 250 056 125 250 DPG

DLB-06,08
DLB-10,12,16
DLB-20,25
DLT-06,08
DLT-10,12,16
T ourznzs
DLM-07
DLM-9,12
DRF-075,094
DRF-106
DRF-131

Rotary
Actuators

Dimensions and technical information are subject to change without notice GR-GEN | 2 DESTACO
g a JIIZ) company



CP SERIES

2-Jaw General Industrial Grippers | Features and Benefits | How To Order

Features: = i

* Compact cam lever design general l%\;b
purpose square gripper L -

* Two jaw styles available, parallel | CP-5
or extended finger jaw &

* Spring assist option for part retention
in case of air pressure loss

* Standard and extended stroke option available
* Shielded design for harsh environments
* Magneto-resistive and Inductive sensing

Applications:

* OEM pick and place machines
* Packaging applications

* General purpose gripping

CP-1 (USB key shown for scale)
How To Order
Base Model Size Jaw Style Description Stroke Description
CcP 1-6 “Blank” Parallel Jaw “Blank” Standard Stroke

Q Extended Finger Jaw C Extended Stroke
N | r
CD-CO-CO-CO-CO-CO-CD

1 ! .

Spring Description Sensor Mounts Description Seals Description
RE  External Gripping “Blank” None “Blank” Buna-N
RI Internal Gripping SD Inductive Sensor Mount \" Viton® High Temperature
Accessories

Sensor Accessories Model Numbers Part Number @ Qty/Unit
PNP Sensor with 0.3m Output Cable with 90° with M8 connector* All Models D1 1-2
NPN Sensor with 0.3m Output Cable with 90° with M8 connector* CP-2, -3, -4, -5, -6 | D10 | 1-2
PNP Sensor with 0.3m Output Cable with M8 connector* All Models | D4 | 1-2
NPN Sensor with 0.3m Output Cable with M8 connector* CP-2, -3, -4, -5, -6 | D7 | 1-2
Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) See Datasheet | 1
Inductive PNP Sensor with M8 Connector* CP-2, -3, -4 | oisp-011-c | 1-2
Inductive NPN Sensor with M8 Connector* CP-2, -3, -4 | OISN-011-C | 1-2
Inductive PNP Sensor with M12 Connector* CP-5, -6 | oisp-017-c | 1-2
Inductive NPN Sensor with M12 Connector* CP-5, -6 | oisNn-017-C | 1-2
M8 Quick Disconnect 2 Meter Cable Length* All Models | caBL-ol0 | 1-2
M12 Quick Disconnect 2 Meter Cable Length* All Models | CABL-014 | 1-2

*Sensor and cable sold separately.

@ESTF’CD GR-GEN | 3 Dimensions and technical information are subject to change without notice
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Specifications

CP SERIES

2-Jaw General Industrial Grippers | Technical Specifications

Total Rated Grip Force F

@ 1ED 2 [17 oot sl St Aty D S
Total Ratefi Grip For.ce F . N lbs]
@ 100 psi [7 bar] with Spring Assist

Total Stroke mm [in]
Weight kg [lbs]
Pressure Range w/o Spring bar [psi]
Pressure Range with Spring bar [psi]
Ingress Protection Class (IP)

Displacement cm? [in?]
Temperature Range °C [°F]
Actuation (open/close) sec
Repeatability mm [in]

Valve to Actuate Single Acting
Valve to Actuate Double Acting

89 60
[20] [13]
15 10
[3] (2]
4 6
[0.16] [0.24]
0.09 0.09
[0.20] [0.20]
0.7 [0.04]

238
[53]
43
[10]
6
[0.24]
0.21
[0.46]

161
[36]
29
[7]
9
[0.35]
0.20
[0.44]

2-10 [29-145]
2.5-10 [36-145]

IP54

| 2.7 [0.16]

-35°~80° [-30°~180°]

0.06

+0.025 [+0.001]

3-way, 2-position

4-way, 2-position

677 407
[152] [91]
161 97

[36] [22]

10 16
[0.39] [0.63]
0.45 0.47
[0.99] [1.04]

| 11.7[0.71]

Specifications
Total Rated Grip Force F

@ 100 psi [7 bar] w/o Spring Assist ezl
Total Ratefi Grip For.ce F . . Nlbs]
@ 100 psi [7 bar] with Spring Assist

Total Stroke mm [in]
Weight kg [lbs]
Pressure Range w/o Spring bar [psi]
Pressure Range with Spring bar [psi]
Ingress Protection Class (IP)

Displacement cm? [in%]
Temperature Range °C [°F]
Actuation (open/close) sec
Repeatability mm [in]

Valve to Actuate Single Acting
Valve to Actuate Double Acting

Dimensions and technical information are subject to change without notice

1016 665
[228] [149]
222 145
[50] [33]
13 20
[0.51] [0.79]
0.73 0.75
[1.61] [1.65]
24.2 [1.48]
0.07

1591
[358]
322
[72]
18
[0.71]
1.25
[2.76]

1081
[243]
219
[49]
27
[1.06]
1.27
[2.80]

2-10 [29-145]
2.5-10 [36-145]

IP54

| 53.5 [3.26]

-35°~80° [-30°~180°]
0.09

+0.025 [+0.001]

3-way, 2-position

4-way, 2-position

GR-GEN | 4

2749 2092
[618] [470]
711 541
[160] [122]
24 32
[0.94] [1.26]
2.5 2.56
[5.51] [5.64]

| 114.8 [7.01]

|
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CP-1, CP-1-C

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

2X [20.08 So004] ) [0.09] [1.46] -~
2 80, 2X @3,3 TO 180 2,2 37 [0.91]
/ SCREW CHC M3 a—— 970y | 2XM33,5[0.14]T
[0.37] [0.75] 23 "
9.5 ~— "9 —™ [0.71] (seals supplied)
M3 5[0.20]7 9 [0.35] js8 [0.39] ~— 18 ™
-I I 10 2X M4 #l CLOSE
Yo oan ot v
|%} 12 1 v T (} @ ) ¥,
o [ 7 ., 1 a f i
L1 T I 7 -
091 o , y i 091 | [ 10.71] [0.91] [1.18]
23 )y Y H_ 23 s8 k& 18 23 30
— —n
i T ; - - [3) ’—> ——— . \ 50 ¢
— 2 @A
Van - ! ‘ 2 = $ €9 §ND S Fan
Z W — g Jo.]2 © 4 A [0.35] | @ D
SHIELD Z g ?
I FITTRNGS g © OPEN l %# I 2X ©2.5 H9 5 [0.20]1
[0.24] SUPPLIED CLOSE 218 [0.71]
6g6 2X M5 | H10 1,5 [0.06]T
[09-326] 6[0.24]1 OPEN [0.39]
<0791 || 7 [0.39] [0.23] 108
20 10 - 5.8 2 SLOTS FOR MAGNETIC SENSORS
[0.91] [1.38]
- 23 = 35 ™
Option Q mm [INCH] Rear Inlet
Q [1.97] Grippers are supplied Operation
50 @—ﬂ with open side air ports
‘ [0.89] and top manifold air AL
22.5 THIRD ANGLE ports plugged. Top [20.12] (0,051
TN T I - : 12
[0.24] |, ‘\‘ Ho | PROJECTION manifold sealing @3 ORin
6 | 1 Nl 1 dimensions shown. [Q0.728] (b],Sx%A
} 0
[0.59] . e I
D (OPEN) =57 = O Seal Repair Kits Buna-N Viton®
T Seal Repair Kit SCP1 SCP1V
Uyl 1] Repair Kit (screws, springs, seals) KSCP1 I KSCP1V
7%‘ p @2 [0.08] E7
2X M3 - [1.71] Model A B C D
[0.47] 43,5s11 CP-1 6 [0.24] 5.3[0.21] | 6,8[0.27] | 15,8 [0.62]
=g = CP-1-C 8031 | 750030 | 9[0.35 | 18[0.71]
Dimensions in mm [in]
Loading Information
GRIP FORCE PER FINGER GRIP FORCE PER FINGER
(with Spring Assist Option) (with Spring Assist Option)
N Ibs. N lbs.
6013 40 9.
ONOT EXCEED o DO NOT EXCEED
o~ | D
- som Nz s MAXIMUM EFFECTIVE = 30 7 02ps17bor MAXIMUM EFFECTIVE
L 40 9 FINGER LENGTHS o FINGER LENGTHS
e \\ "\\\ 2 —~ —
o307 ~———T S 20 4 \
Ezo a 73 PSI (5 bor] — E 73 PSI [5 bar] ‘\‘\
0] \ 010 2 — .
é 10 2 0 PSI [0 bar] > . é 0 PSI [0 bar] b
00 [ 7 ) 00 [ ] |
1] 0.4 0.8 1.2 1.6 0.4 0.8 1.2 1.6
0 10 20 30 40 0 10 20 30 40
FINGER LENGTH - L FINGER LENGTH - L
z z
z Mz Z Mz
H l Y X l ﬂ Y X
! od ! of
i v Mx FI2 FI2 i v Mx FI2 FI2
T ~___ ¥ My T ~__ ¥ My
[ 1 Static Dynamic CP-1-C Static Dynamic
Maximum Tensile T 110 N [25 Ibs] 10 N [2 Ibs] Maximum Tensile T 110 N [25 Ibs] 8 N [2 lbs]
Maximum Compressive € 190 N [43 Ibs] 10 N [2 Ibs] Maximum Compressive € 190 N [43 Ibs] 8 N [2 lbs]

|
1 Nm [9 in-lbs] |
2Nm[18in-lbs] |
Maximum Moment Mx 2 Nm [18 in-lbs] I
tCapacities are per set of jaws and are not simultaneous

0.2 Nm [2 in-lbs]
0.4 Nm [4 in-Ibs]
0.4 Nm [4 in-lbs]

Maximum Moment Mx
Maximum Moment My

DesTACO GR-GEN | 5

a JIIE) company

|
1 Nm [9 in-lbs] |
2Nm[18in-lbs] |
Maximum Moment Mx 2 Nm [18 in-lbs] I
tCapacities are per set of jaws and are not simultaneous

0.2 Nm [2 in-lbs]
0.3 Nm [3 in-lbs]
0.3 Nm [3 in-lbs]

Maximum Moment My
Maximum Moment My

Dimensions and technical information are subject to change without notice



CP-2, GP-2-C

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

[1.57]
2X [©0.10 -0.0004] 2X @4,2 TO 180° [0.14] [1.89] [14?8]
2.5 30, SCREW CHC M4 3,5 48 30
X ‘ [1.06] [1.10] 2X M5 6 [0.24]T
M4 6,5 [0.26]1 9 0.35] js8 [0.47] 0.47] 27 ™~ 28 ™| (Seals Supplied)
i% i 1217, 2X M4 CLOSE
[0.65] Il — {
D 16,4 ) iy = E
Val
N\ —
o1 |, ‘ =
A 1.18]
o vy I 01 [1.10] [1.18] [1.57]
” :I @ @ E N 3018 28 30 40
' o ~
- @ > [0.12] l
3 ©
¢ ISR SO 8
z & i1 1053
SHIELD 5| © | I 135 @27 [1.06]
OPEN H102,8[0.11]1
[0.31] FITTINGS CLOSE
-—
896 [0.49] | NOT 62[)5 g"fn OPEN o \59] 2X @3 H9 6 [0.24]
12.5 | SUPPLIED — 15 js8
- [1 .02]4,] — [0.45] [0.37] is
[12{58] 11,4 9.5 2 SLOTS FOR MAGNETIC SENSORS
30 < nen
R Rear Inlet
Option Q and RI mm [INCH] Grippers are supplied * Operation
Q [2.60] with open side air ports
66 ! and top manifold air
A []éLB] [0'35] @—6 ports plugged. Top [Z%'Ié] [0-[_025]
manifold sealing 4 .
T THIRD ANGLE . . O-Ring
[O.éﬂ] ‘}\ } }‘\ } | } 1 LRI PROJECTION dimensions shown. [Q%g'l] ?1.5xD5
Il =l Il
f o
q [21.02] Sensor Accessories CP-2
4 _ 226 Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP2
@)
D (OPEN) ‘loé{)?]* (o) é é Seal Repair Kits Buna-N Viton®
T © Seal Repair Kit SCP2 SCP2V
NEREN | Repair Kit (screws, springs, seals) KSCP2 I KSCP2V
\ | @2.5€7
2X M4 ‘ T‘ “7‘ 994 Model A B C D
0.63] " = g cP-2 7500300 | 7,1 [028] | 9,3[0.37] | 21[0.83]
=16 - | CP-2-C 11[0.43] | 10,5[0.41] | 12,7 [0.50] | 24,4 [0.96]
Dimensions in mm [in]
Loading Information
GRIP FORCE PER FINGER GRIP FORCE PER FINGER
(with Spring Assist Option) (with Spring Assist Option)
N lbs. N lbs.
160 36 100 22
WARNING! WARNING!
Q140 31 DO NOT EXCEED o N DO NOT EXCEED
120 27 N0 751 7 bor MAXIMUM EFFECTIVE w 8018 102 PSI {7 bor] MAXIMUM EFFECTIVE
" 100 22 FINGER LENGTHS ™ ~ FINGER LENGTHS
% 80181 | [T~ g 60 1311 s
L 013 ' P‘S;m“.\ £ 40 9 73 PSI [Tm]‘ s,‘(
w w
O 40 9 s o %
é 20 4 [ PS‘I 0 h‘ur] N é 20 4 0 PS! [0 bar] A
0o ] ‘ 00 L[] !
0 04 08 1.2 1.6 20 0 04 08 1.2 1.6 2.0
1] 10 20 30 40 50 0 10 20 30 40 50
FINGER LENGTH - L FINGER LENGTH - L
z z
z Mz z Mz
@ X Y X
L CT P— L CT h
_emx  F2 Fi2 NPTV Fi2
~ My ~ vy
cp-2 Static Dynamic T Static Dynamic
Maximum Tensile T 260 N [58 Ibs] 26 N [6 Ibs] Maximum Tensile T 260 N [58 Ibs] 22 N [5 Ibs]
Maximum Compressive € 375 N [84 Ibs] I 26 N [6 Ibs] Maximum Compressive € 375 N [84 Ibs] I 22 N [5 Ibs]
Maximum Moment Mx 5 Nm [44 in-lbs] | 0.9 Nm [8 in-lbs] Maximum Moment Mx 4 Nm [35 in-lbs] | 0.7 Nm [6 in-Ibs]
Maximum Moment My 8 Nm [71 in-lbs] | 1.5 Nm[13 in-lbs] Maximum Moment My 8 Nm [71 in-lbs] | 1.2 Nm[11 in-lbs]
Maximum Moment Mx 8 Nm [71 in-lbs] I 1.5 Nm [13 in-lbs] Maximum Moment Mx 8 Nm [71 in-lbs] I 1.2 Nm [11 in-lbs]
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous
Dimensions and technical information are subject to change without notice GR-GEN | 6 DEeEsSTACO
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CP-3, CP-3-C

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

0 2X G TO 180 [0-24] [2']2
2X [@0.12 -0.0004] ° 6 1.7 2X M5 6 [0.24]T
23 S0 SCREW CHC M5 [0.55 —= D [14;0] (Seals SULpliecli)
M5 8[0.31]1 14is8 | ™ ' []éi‘ﬂ» 38
- T : CLOSE
o ’l T I 059 ., | —2xM4 [ ] \
NA o7 A" 15 ( [1.73)
Y A 20y _|-[7 — 448 | fa\V N
J A\ = - /A &
— 2 SLOTS FOR T N
@ \_| A @ b “WacNenc |
Q SENSORS
[1.73] 1 = T | _ 1.50] [1.73][2.17
i :I C s I - — o uson e
— @ £y A |
— zl > M BN A
an) © & oz Y N TSRUC A7
Y e 5l & A [0.75] 1 [ AN
SHIELDS o FITTINGS — 19 | $ I
NOT 2X @3 H9 8 [0.31]7
[0.43] SUPPLIED LOSE OPEN
1 1' 6 4>‘ - [0.67] 2X M5 OPEN |= [1.02] ‘ @43 [1.69]
-~ 17 6[0.24]1 [01-‘;71 26 is8 H10 3,5 [0.14]1
[1.38] ‘ [0.57] |
[ 353] 145 T Rear Inl
1.7 2.20 : ear Inlet
44 ™ [ 56 ] Grippers are supplied l N‘\“ * Operation
with open side air ports ‘k }
. and top manifold air /
Ophon QandRI mm [INCH] ports plugged. Top [20.16] tlo{gsl
[3.46] manifold sealing o4 i
Q \ [1.69] 88 [0.26] @—ﬂ dimensions shown. [20.31] QO] EI;‘%s
* 43 ; 8
43 [N 6,5 THIRD ANGLE
11 RN I PROJECTION oy pr CP-3
/le Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP3
| | @Q % Seal Repair Kits Buna-N
— — 0 [21.22] Seal Repair Kit SCP3 SCP3V
[ ] U gfl Repair Kit (screws, springs, seals) KSCP3 I KSCP3V
H (OPEN) [1.11] O @ @
~ 81 ™ CP-3 12 [0.47] 121[0.47] | 15[0.59] | 58[2.28] | 13[0.51]
T CP-3-C 18[0.71] | 17.6[0.69] | 20.6 [0.81]| 63 [2.48] | 18[0.71]
(R I
‘ Il ,‘_4_1 ‘ L
< esez
X M5 ‘ -~ [2.95] CP-3 3[0.12] 3.3[0.13] 84 [3.31] 32 [1.26]
D ‘_*. ~10:551_ 75T CP-3-C 6[024] | 5.1[0.20] | 88[3.46] | 37.6 [1.48]

Dimensions in mm [in]

Loading Information

GRIP FORCE PER FINGER
(with Spring Assist Option)

GRIP FORCE PER FINGER
(with Spring Assist Option)

N lIbs. N lbs.
400 90 250 56
N~ WARNING! 225 511 WARNING!
Q350 79 . DO NOT EXCEED 200 2 \\\ DO NOT EXCEED
300 67 102 PSI [7 bar] MAXIMUM EFFECTIVE o 200 45 Wbm} MAXIMUM EFFECTIVE
- ~ FINGER LENGTHS o 175 39 i FINGER LENGTHS
[v] 250 56 o 150 34,77>%7:>
-4 o
8 200 45 731PSi 3 ban 5; 8 125 28 3 PSI [5 bar] L‘
% 00 o2 N ‘ =75 17 . ‘
\ B Y
LZD 100 22 0 PSI [0 bar] A % 50 11 0 PSI [0 bar] R
T 5011 \ T 25 6 —| r
00 ‘ ‘ ‘ { 00 ‘ ‘ ‘ ‘ ‘
0O 04 08 1.2 1.6 20 24 0 04 08 1.2 1.6 20 24
0 10 20 30 40 50 60 0 10 20 30 40 50 60
FINGER LENGTH - L 2 FINGER LENGTH - L 2
z Mz Z Mz

i g« x

I Y ,
i i«

F N
‘ Mx F/2 F/2 ‘ ¥ Mx F/2 F/2
~— ¥ My o ~— ¥ My
[ P3| Static Dynamic CP-3-C Static Dynamic
Maximum Tensile T 520 N [117 lbs] 72 N [16 Ibs] Maximum Tensile T 500 N [112 lbs] 55 N [12 lbs]
Maximum Compressive € 690 N [155 Ibs] 72 N [16 Ibs] Maximum Compressive € 675 N [152 lbs] 55 N [12 lbs]

Maximum Moment Mx
Maximum Moment My

11 Nm [97 in-Ibs]

|
| 3.5 Nm [31 in-lbs]
18 Nm [159 in-lbs] |

6 Nm [53 in-lbs]

Maximum Moment Mx 9 Nm [80 in-lbs]

|
| 2.5 Nm [22 in-lbs]
16 Nm [142 in-lbs] |

Maximum Moment My 4 Nm [35 in-lbs]

Maximum Moment Mx 17 Nm [150 in-lbs] 6 Nm [53 in-lbs] Maximum Moment Mx 17 Nm [150 in-lbs] 4 Nm [35 in-lbs]
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous
DesTACO GR-GEN | 7 Dimensions and technical information are subject to change without notice
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CP-4, CP-4-C

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

2.56
2X [20.16 -0.0004] - [ 5 ]
4 S 2X @6,7 TO 180° 028 _, D [2.05]
- SCREW CHC Mé [0.63]7 [1.57] ~ [ 539] ™ | 2XM5 6[0.24]T
G [0.91] 16s8 | A f-— "w — 2X M8 11'18 (Seals Supplied)
23
] l [0.79] 5
A /1 __ 20 T ™ [2.20] CLOSE
F%Fl | I e it -+ — 56 isﬂ N
|(j y Y ”'r— - — m\"\n\
= NH A i = 2 SLOTS FOR =/ Y
MAGNETIC /
(S} SENSORS
2.05 ) ( \ L [1.89] [2.05] [2.56]
2.0 ] / @| C | , 48 52 65
o
B > 2" \ i
4 0 &)
A zl & 1 AN
J g ©° | | @53 [2.09]
SHIELD | F'E'(';TGS o 0 H10 4,5 [0.18]1
[0.51] INCLUDED 2X @5 H9 10 [0.39]T
13 g6 2X 1/8"BSPP [0.59] ‘
‘ 8[0.31]7 - 15 OPEN n.10]
HHH‘ [0.83] [0.75] 28 js8
21 19
[2.05] [2.56] Gri lied éecr Ir;n.lei
52 -~ s Grippers are supplie * peration
with open side air ports
N and top manifold air
Option Q and RI [0.45] mm [INCH] ports plugged. Top [20.16] t[oiozs]
- J > ~—115 manifold sealing 04 O-Rin
Q—=—K ! dimensions shown. [Q%g]] 21 .5“%5
# i“ m H} | THIRD ANGLE
L[ 0.51] S— —RI PROJECTION Sensor Accessories CP-4
13 Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP4
1 ®© mté Seal Repair Kits Buna-N Viton®
— [m;,,s] Seal Repair Kit SCP4 SCP4V
— ¢ Repair Kit (screws, springs, seals) KSCP4 I KSCP4V
1.26
M (OPEN) ¢[32,1] @@ @
T CP-4 16 [0.63] 16[0.63] [19.5[0.77]| 73[2.87] [19.5[0.771| 310.12]
}H i }H CP-4-C 22 [0.87 21.5[0.85] | 25[0.98] | 73.5 [2.89 20 [0.79 6.5[0.26
Il ‘ Il
‘L‘ ‘ |24 [20.16] E7
2X Mé
4" ‘ 0 87]L CP-4 M5 8 [0.31] 46 [1.81] 97 [3.82] | 43.5[1.71] | 83 [3.27] 39 [1.54]
=Ty = CP-4-C M6 12 [0.47] | 45[1.77] | 101[3.98]| 47.5[1.87] | 87[3.43] | 44.5[1.75]
Dimensions in mm [in]
Loading Information
GRIP FORCE PER FINGER GRIP FORCE PER FINGER
(with Spring Assist Option) (with Spring Assist Option)
N Ibs N Ibs.
600 135 400 90,
WARNING! A WARNING!
500112 DO NOT EXCEED & 350 790N DO NOT EXCEED
o Wfi MAXIMUM EFFECTIVE < 300 67 TN102 PSIL7 ber] MAXIMUM EFFECTIVE
2 400 90 FINGER LENGTHS ' N T FINGER LENGTHS
s N T~ & 250 56 —~
§ 300 67 73 PSI [5 bar] —— / § 200 45 73 PSI [5 bar] — /
¥ 200 45 LLL iy = 150 34 e »
5 Tl \ % 100 22 [T 1] k
Z 100 22 OIESIGIESH b z 0 PSI [0 bar] N
T s T 50 1 2
) L L] | o o L] |
0 0.4 0.8 1.2 1.6 2.0 2.4 2.8 3.1 0 0.4 0.8 1.2 1.6 2.0 2.4 2.8 3.1
0 10 20 30 40 50 60 70 80 0 10 20 30 40 50 60 70 80

FINGER LENGTH - L

FINGER LENGTH - L

z z
Z Mz z Mz
I bl « x I : :
! of I ! of " fr
i _eMx  F2 Fi2 i _eMx  F2 Fi2
1 ~ v My 1 ~ v My
CP-4 Static Dynamic CP-4-C Static Dynamic
Maximum Tensile T 740 N [166 lbs] 109 N [24 lbs] Maximum Tensile T 710 N [160 Ibs] 89 N [20 Ibs]
Maximum Compressive € 830 N [187 lbs] 109 N [24 Ibs] Maximum Comepressive € 800 N [180 lbs] 89 N [20 Ibs]

Maximum Moment Mx 23 Nm [204 in-lbs] |
35 Nm [310 in-lbs] |
Maximum Moment Mx 25 Nm [221 in-lbs] I

tCapacities are per set of jaws and are not simultaneous

Maximum Moment My

Dimensions and technical information are subject to change without notice

6.5 Nm [58 in-lbs]
10 Nm [89 in-lbs]
8 Nm [71 in-lbs]

|
18 Nm [159 in-lbs] |
30 Nm [266 in-lbs] |
Maximum Moment Mx 25 Nm [221 in-lbs] I
tCapacities are per set of jaws and are not simultaneous

Maximum Moment Mx 4.7 Nm [42 in-lbs]
7.6 Nm [67 in-lbs]

7.6 Nm [67 in-lbs]

Maximum Moment My

DeEeSsSTARACO
a JIIZ) company
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CP-5, CP-5-C

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

[0.35] [3.35] [33':)5]
2X[©0.20 Socod [0.83 ° T 85 [2.48]
D5 .o, 2X @8,5 TO 180° 21s8 | 63
o SCREW CHC M6 (110] 5% 1 0,471 - [1‘-‘757] o [0.98] 298] 2XMS5 6 [0.24]1
M8 15 [0.59]1 28 12 2‘5 40 (Seals Supplied)
\F%-l 7 Wy jzx M10 [72615647 | | —ClLost
g [A LI — | — | Y-
== - 2 SLOTS FOR &)
[e) [ T “MAGNETIC / ‘
A SENSORS
— - | [ | - [2.36] [2.48] [3.15]
[2‘.;;8] g é/ @ C I 60 63 80
' al
VL ® 23 ol o \ | i
oY ol <3 @ Yans OV
) o z é @A Vi 0.18) 4 N
FaY 5 Ln.
SHIELDS o) FITTINGS S I I 30 I*I @67 [2.64]
‘ H10 4,5[0.18]1
[0.63] - INCLUDED 2X 1/8"BSPP | CLOSE OPEN
16 g6 8[0.31]T 0.63 -
Mﬁ93 ‘ \ [ © ] OPEN (1.38] \2X @6 H9 12 [0.47]1
no7n || 03 0.91] 35s8
50 23,5 23
[2.48] [2.95] Rear Inlet
63 75 Grippers are supplied Operation
with open side air ports
. and top manifold air
Option Q and RI [0.41] mm [INCH] ports plugged. Top [@0.16]
I E 10.5 manifold sealing o4
Q\Li E . @_ﬂ dimensions shown. [ﬁ%831]
T TTT T T
} }HMM I THIRD ANGLE
Ll Il
0.63] ,—RI PROJECTION Sensor Accessories CP-5
16 o) 7 Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP5
l Seal Repair Kits Buna-N Viton®
122.01] Alr
N 5 || " g5t Seal Repair Kit SCP5 SCP5V
o ¢ Repair Kit (screws, springs, seals) KSCP5 I KSCP5V
J (OPEN) [+—H—>
(oreNy o 9
T CP-5 20 [0.79] 19.5[0.77] | 23[0.91] 3[0.12] |115.5[4.55]
NN | I CP-5-C 2901.14] | 285[1.12] | 32[1.26] | 7,5[0.30] |120,5 [4.74]
‘ ‘+ @5 [0.20] E7
Gisll .
2X M8 | a4 CP-5 54.5 [2.15] 97 [3.82] | 40.5[1.59]| 47.5[1.87]
=09 = CP-5-C 59,5[2.34] | 102 [4.02] | 40,6 [1.60]| 56,5 [2.22]
Dimensions in mm [in]
Loading Information
GRIP FORCE PER FINGER GRIP FORCE PER FINGER
(with Spring Assist Option) (with Spring Assist Option)
N Ibs. N Ibs.
1000 225 700 157
900 202, WARNING! WARNING!
S 200 1801 DO, NOT EXCEED Q600 135N 400 NOT EXCEED
S IMUM EFFECTIVE IMUM EFFECTIVE
" 700 157 A FINGER LENGTHS 500 1124 e FINGER LENGTHS
O 600 135 @]
£ 500 112 ~ [T x 400 %0 T .
L 400 90 73 PSI [5 bar] | T—t L 300 67 73 PSI [5 bar] ’
& [ b ] .
B 300 67 I : B 200 a5 — \
z 100 22 0 PSI [0 bar] \ Z 100 22 A EE \
i - | o o - |
0 08 1.6 24 3.1 3.9 [\] 08 1.6 24 3.1 3.9
0 20 40 60 80 100 0 20 40 60 80 100
FINGER LENGTH - L FINGER LENGTH - L
z z
z Mz z Mz
i I « . I I« .
! of T ! of T
i _eMx FR FI2 i  _eMx  FR FI2
T ~ " my 1 ~ My
CP-5 Static Dynamic Static Dynamic
Maximum Tensile T 830 N [187 Ibs] 169 N [38 Ibs] Maximum Tensile T 820 N [184 Ibs] 144 N [32 Ibs]
Maximum Compressive € 940 N [211 lbs] I 169 N [38 Ibs] Maximum Compressive € 930 N [209 lbs] I 144 N [32 Ibs]
Maximum Moment Mx 27 Nm [6 in-lbs] | 9 Nm [80 in-Ibs] Maximum Moment Mx 22 Nm [195 in-lbs] | 7 Nm [62 in-Ibs]
Maximum Moment My 44Nm[10in-lbs] | 14 Nm [124 in-lbs] Maximum Moment My 40 Nm [354 in-lbs] | 13 Nm[115 in-lbs]
Maximum Moment Mx 30 Nm [7 in-lbs] I 10 Nm [89 in-lbs] Maximum Moment Mx 30 Nm [266 in-lbs] I 10 Nm [89 in-lbs]
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous
DesTACO GR-GEN | 9 Dimensions and technical information are subject to change without notice
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CP-6, CP-6-C

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

[0.35] [4.25] [3.94]
2X[80.20 ool 2X 310,3 TO 180° 0.98] - 10'] ) 108 [; (1(;]
@5 §or SCREW CHC M10 2578 ] 28 81 2X M5 6 [0.24]T
1.30 62 (Seals Supplied)
M8 17 [0.67]T \g 0,501, sz MI12
‘ T—> [3.39] CLOSE
o 1 NN ==t 868 | —
o 1 € ’|
@] ¥, - 2 SLOTS FOR
o MAGNETIC
A SENSORS
B.1914 C Y _ [2 68] [3.19] [3 94]
81 / - 81
! 3 s
° 3 3 > - O o0 ¢
o)) zl z
N 2 £ g o il A |lnaa
‘ @ FITTINGS o o 34 :
SHIELDS ) NOT ] l | ° | \ 2X @8 H9 16 [0.63]7
INCLUDED
2X1/8"BSPP | CLOSE OPEN @85 [3.35]
[0.75] 81[0.31]7 OPEN H10 5 [0.20]1
19 gé6
[ [1.20] [1.22] [0.75] [1.97]
i | 30,5 e A 50 js8
[3.19] [3.86] Rear Inlet
81 98 Grippers are supplied * Operation
with open side air ports
. and top manifold air
Option Q and RI [1.10] mm [INCH] ports plugged. Top [20.16]
F = 28 manifold sealing 4
Q G @—ﬂ dimensions shown. [20.31]
TN 28
y [ I LRI THIRD ANGLE
. . PROJECTION s A N CP-6
0.75] ensor Accessories -
19 o) 1 Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP6
I—— _ [@2.48) Seal Repair Kits Buna-N Viton®
b 263 Seal Repair Kit SCP6 SCP6V
(o) ¢ Repair Kit (screws, springs, seals) KSCP6 I KSCP6V
K (OPEN) < | _» @ @
T TTT 117 e
N }u “ CP-6 26 [1.02] 25,5[1.00] |29,5[1.16]| 3[0.12] 50 [1.97]
Il Il
L 25 [0.20] E7 CP-6-C 34[1.34] | 33,5[1.32] |37,5[1.48]| 7,5[0.30] | 52 [2.05]
2X M8 His11
e 0.98] CP-6 144 [5.67] 64 [2.52] |122,5[4.82]] 46[1.81] | 58,5[2.30]
~ =25 = CP-6-C 146,5[5.77] | 66,5[2.62] | 125 [4.92] | 46,1 [1.81] | 66,5 [2.62]
Dimensions in mm [in]
Loading Information
GRIP FORCE PER FINGER GRIP FORCE PER FINGER
(with Spring Assist Option) (with Spring Assist Option)
N Ibs. N lbs.
1750 393 1250 281
WARNING! NG WARNING!
S 1500 3TN ME)?MTJ%?&E:ET?VE S 1000 225 1 102 PSI [7 bar] MADX?MNU?E;(%:ET?VE
e ') ar]
., 1250 281 \\‘ L2717 berl FINGER LENGTHS o SN FINGER LENGTHS
%" 1000 225 — g 750 169 ‘
g 750 169 73 PSI [5 bar] R y g 500 112 T3PSI[5 bar] ——
& 500 112 | S S | ] N
Z .00 56 fo 0 PSI [0 bar] R Z 250 56 0 PSI [0 bar] Y
[ f— E
0o o0 ‘ ! ‘ | o o ‘ ‘ '
0 08 1.6 24 3.1 3.9 4.7 0 08 1.6 24 3.1 39 4.7
0 20 40 60 80 100 120 0 20 40 60 80 100 120
FINGER LENGTH - L FINGER LENGTH - L
z z
Z Mz Z Mz
ﬁ l Y X ﬁ ﬂ Y X
! ol 7 ! of I
i _eMx  FR2 Fr2 i < g Mx  F2 Fr2
1 ~ v My 1 ~ v My
CP-6 Static Dynamic CP-6-C Static Dynamic
Maximum Tensile T 1375 N [309 Ibs] 209 N [47 lbs] Maximum Tensile T 1340 N [301 Ibs] 279 N [63 lbs]
Maximum Compressive € 1500 N [337 Ibs] 209 N [47 Ibs] Maximum Comepressive € 1450 N [326 Ibs] 279 N [63 Ibs]

Maximum Moment Mx 48 Nm [11 in-lbs] |
72 Nm[16 in-lbs] |
Maximum Moment Mx 68 Nm [15 in-lbs] I

tCapacities are per set of jaws and are not simultaneous

16 Nm [142 in-lbs]
24 Nm [212 in-lbs]
22 Nm [195 in-lbs]

Maximum Moment My

Dimensions and technical information are subject to change without notice

Maximum Moment Mx 42 Nm [372 in-lbs] |
70 Nm [620 in-lbs] |
Maximum Moment Mx 64 Nm [566 in-lbs] |

tCapacities are per set of jaws and are not simultaneous

14 Nm [124 in-lbs]
23 Nm [204 in-lbs]
21 Nm [186 in-lbs]

Maximum Moment My

DeEeSsSTARACO
a JIIZ) company
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DPDL SERIES

2-Jaw General Industrial Grippers | Features and Benefits | How To Order

DPDL-250M
Features: “—

* Rugged general purpose modular gripper

DPDL-175M

* High impact resistance with double wedge design
* Harsh environments with sealed rubber boot jaw option
* Thru-body mounting and multiple mounting
features simplifies installation
* Multiple air ports support manifold interface
using O-rings
* Purge and scavenge ports for harsh & clean environments »
s
S or etatey "

DPDL-047M %
s

Applications:

¢ Use in machine coolant and metal DPDL-088M

chip environment applications
o o DPDL-056M
* High impact applications

* Paintbooths, sandblasting applications

How To Order Jaw Mounting Description
Size “Blank” End Jaw Mounting Hardware Description
Base Model 047M 125M B Bottom Jaw Mounting “Blank”  Alloy
DPDL 056M 175M Jaw Seal Description Corrosion Resistant with

\l 088M 250M F E Buna-N Rubber Bellows CR Clean Room Grade Grease
! ;

Seals Description

CO-CO-CO-CO-CD-CD-CDe— “Bank’ BunaN

T v Viton® High Temperature

Stroke Stroke varies with size of gripper Stroke dimensions

047M 019, 025 or 038 125M 050, 075 or 100 019 4.8mm [0.19] 050 12.7mm [0.50] 150 38.1mm [1.50]
056M 025, 038 or 050 175M 075, 100 or 150 025 6.4mm [0.25] 075 19.1mm [0.75] 200 50.8mm [2.00]
088M 038, 050 or 075 250M 100, 150 or 200 038 9.5mm [0.38] 100 25.4mm [1.00]

Accessories

Sensor Accessories Model Numbers Part Number Qty/Unit
PNP Magneto Resistive Sensor with Quick Disconnect* 047M, 056M, 088M, 125M OHSP-017 1-2
NPN Magneto Resistive Sensor with Quick Disconnect* 047M, 056M, 088M, 125M | OHSN-017 | 1-2
PNP Magneto Resistive Sensor with Quick Disconnect* 175M, 250M | OHSP-015 | 1-2
NPN Magneto Resistive Sensor with Quick Disconnect* 175M, 250M | OHSN-015 | 1-2
PNP Magneto Resistive Sensor (90° barrel) w/Qk. Disc.* 047M, 056M, 088M, 125M | OHSP-011 | 1-2
NPN Magneto Resistive Sensor (90° barrel) w/Qk. Disc.* 047M, 056M, 088M, 125M | OHSN-011 | 1-2
Quick Disconnect 2 Meter Cable Length* All Models | caBLo10 | 1-2
Quick Disconnect 5 Meter Cable Length* All Models | caBL013 | 1-2
Pneumatic Accessories Model Numbers Part Number Qty/Unit
Plumbing Fitting - M3 male to 3mm OD Tube Push-in Style 047M, 056M PLFT-021 1-2
Plumbing Fitting - M3 male to 2mm ID Tube Barb Style 047M, 056M |  PLFT022 | 1-2
Plumbing Fitting - 1/8 NPT Male to 1/8 BSPP Female 125M, 250M | PLFT-028 | 1-2
Adjustable Flow Control G 1/8 Elbow - 6mm OD Push-in 125M, 250M |  wvvF005 | 1-2
Adjustable Flow Control M5 Elbow - 6mm OD Push-in 088M, 125M |  vivro08 | 1-2
Fail Safe Valve M5 088M, 125M | oOFsv-004 | 1

Fail Safe Valve G 1/8 (1/8 BSPP) 175M, 250M | OFSV-005 | 1

*Sensor and cable sold separately.

DESTARCO GR-GEN | 11 Dimensions and technical information are subject to change without notice
_ a JTIIE) company



DPDL SERIES

2-Jaw General Industrial Grippers | Technical Specifications

Specifications Units 047M 056M 088M
Total Rated Grip Force F @ 100 psi N [lbs] 62 [14] | 98 [22] | 222 [50]
Total Stroke mm [in] 9.5 [0.38] | 12.7 [0.50] | 19.1 [0.75]
Weight kg [lbs] 0.08 [0.19] | 0.14 [0.32] | 0.43 [0.95]
Pressure Range bar [psi] 1.5-7 [20-100]
Max. Vacuum for Scavenge Port mm Hg 200 [8]
[in. Hg]

Max. Pressure for Purge Port bar [psi] 1.4 [20]

with -E Jaw Boot bar [psi] 0.25 [4]
Ingress Protection Class (IP) IP66
Displacement cm?*[in?] 0.6 [0.038] | 1.2 [0.074] | 4.4 [0.269]
Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]
Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]
Actuation sec 0.20 | 0.25 | 0.30
Accuracy mm [in] +0.05 [+0.002]
Repeatability mm [in] +0.03 [+0.001]
Valve to Actuate Double Acting 4-way, 2-position
Specifications Units 125M 175M 250M
Total Rated Grip Force F @ 100 psi N [lbs] 445 [100] 890 [200] 1779 [400]
Total Stroke mm [in] 25.4 [1.00] | 38.1 [1.50] | 50.8 [2.00]
Weight kg [Ibs] 0.90 [1.99] | 2.73[6.02] | 5.46 [12.04]
Pressure Range bar [psi] 1.5-7 [20-100]
Max. Vacuum for Scavenge Port mm Hg 200 [8]

[in. Hg]

Max. Pressure for Purge Port bar [psi] 1.4 [20]

with -E Jaw Boot bar [psi] 0.25 [4]
Ingress Protection Class (IP) IP66
Displacement cm?* [in?] 12.0 [0.730] | 35.2 [2.150] | 95.9 [5.850]
Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]
Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]
Actuation sec 0.50 | 0.70 | 0.90
Accuracy mm [in] +0.08 [+0.003]
Repeatability mm [in] +0.03 [=0.001]
Valve to Actuate Double Acting 4-way, 2-position
Dimensions and technical information are subject to change without nofice GR-GEN | 12 DesTACO

a T company



DPDL-047M, 04/M-B

{7 €ONNECT

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

2X MANIFOLD AIRPORTS: 6312500 ‘
M3 X 3 DP T t T
SUPPLIED PLUGGED ? | | é
CLOSED POR o
( OPEN Po:T 4X M3 X 4 DP [,2323;] ) [1%628]
2X19.1 I @ I
. | '
™ Lsop 2X @3 H7 X 3 DP JoaRe ? 14.86 =.05
fh [.585 +.002]
| L— 17 i | S —
22.2
. [ [
18751 7§ 10.2 +.03 L—>
2 £.03 _| 10.2 [.480]
. [400 +.001]
79 _|
[.310] [.400] 4X M3 X 4 DP > 6.3 [.250] lewl 6.10+.03
[179583] mm [INCH] [.240 +.001]
(DOWELS) @_ﬂ UU @ 2.79 [.1100]
(e 41.4[1.630] —= ¢ ’{}Xc\) _ X Ty
THIRD ANGLE - —
[— 45[1.78] CLOSED — PROJECTION 4X M3 X 5DP '~ ‘ 5.59 +.05
[.220 +.002]
4X @ 2.0 H7 X3 DP ‘Q
ol 24.47.960 le -B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE
AL 1 2X MANIFOLD AIRPORTS:
2X 19.1 [.750] M3 X 3 DP
SUPPLIED PLUGGED 28.6 [1.125] -—
10.2 [.400] (OPEN PORT)
13515301 4X M3 X 4 DP [.3'5401 T 4X M3 X 4 DP OPEN PORT
(3.6 [.140] * R * ; 3.6 [.140]
i ' ' IR !
17.5 é 12.7 [.501 2X12.7 O 135 T
.688] f ~ | o (5011 22.4 | | .500] <> %* [530] 50 5
@n@;\ ,{,@ } [.883] Vo R ¥ (o
ol o | [13?.079] i i ’ L .
B- O ’ ALY 10.2 +.03
| L 05375 ~ [.400 +.001] | p
; S 373 i 1 A -
¢ CLOSED PORT 476 | ¢ - 14.7 [.580]
19.05 [.7500] [.1875] 10.67 +.03
(DOWELS) [.420 +.001]
2X @3 H7 X 3 DP 4X @ 2.0 H7 X 3 DP 2X M3 X 3 DP
(CLOSED PORT)
Seal Repair Kits 047M 2X @7 X 4 DP C'BORE &
_ - - CLEARANCE FOR M4 SHCS
o N Sl Rppatis L4 SLKT-185 PURGE-SCAVENGE PORT SUPPLIED PLUGGED
Viton® Seal Repair Kit SLKT-185V M3 X 3 DP
Manifold Seal Kit (Viton® only) SLKT-197V
Sealed Jaw Boot Replacement (1 Buna-N Boot only)  SLKT-191
Loading Information
N Ibs. GRIP FORCE PER FINGER
36 8 WARNING!
DO NOT EXCEED
o 31 7N 100 p MAXIMUM EFFECTIVE
T 27 6 s SI [7 bar) FINGER LENGTHS
W22 5 60 Poy——.007)
% 18 4 ~LThe; — . z
—— B Option Shown
: 13 3 \% bar] — . . Mz
T
== O
T 51 T\‘ | ¢ HIR;
00 t | -Y t X
] 5 1 1.5 20 25 3.0in. L
0 13 25 38 51 64 76mm 15 = =
EFFECTIVE FINGER LENGTH - L ~ W - My
DPDL-047M Static Dynamic DPDL-047M-B Static Dynamic
Maximum Tensile T 445 N [100 lbs] 67 N [15 lbs] Maximum Tensile T 356 N [80 Ibs] 53 N [12 Ibs]
Maximum Compressive € 668 N [150 Ibs] I 111 N [25 Ibs] Maximum Compressive € 534 N [120 lbs] I 89 N [20 Ibs]
Maximum Moment Mx 10 Nm [90 in-lbs] | 2 Nm [15 in-Ibs] Maximum Moment Mx 8 Nm [72 in-lbs] I 1 Nm [12 in-lbs]
Maximum Moment My 10 Nm [90 in-lbs] | 2 Nm [15 in-Ibs] Maximum Moment My 8 Nm [72 in-lbs] I 1 Nm [12 in-lbs]
Maximum Moment Mx 10 Nm [90 in-Ibs] | 2 Nm [15 in-lbs] Maximum Moment Mx 8 Nm [72 in-lbs] I 1 Nm [12 in-lbs]
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous
DEeEeESTACO GR-GEN | 13 Dimensions and technical information are subject to change without notice
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DPDL-056M, 056M-B

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

2X MANIFOLD AIRPORTS: 7.1 [.280]
M3 X 3 DP |
SUPPLIED PLUGGED _ 127 x.03 é
(CLOSED PORT) [.500 £.001] Py
axmaxaor I 26.6 | 37.7
OPEN PORT [1.048] [1.483]
2X19.1 %
[.750] 2X @3 H7 X 3 DP 1 o 1
O | P 17.40 +.05
— I [.685 +.002]
24.1 1 i Py [ S
[.950] — [.375] ¢ ¥
L = * 15.9 [.625]
86 | ‘ 10.2 AXM4X5DP 9.5 [.375] 7.95 +.03
[.340] [.400] [.313 +.001]
19.05 mm [INCH] 3.81
—=  [7500] |=— [.1500]
(DOWELS) @—6 L %—
52.6 [2.070] THIRD ANGLE 4X M4 X 5 DP ‘ —F—
*—— 56 [2.22] CLOSED ——* PROJECTION
4X D2 2.5H7 X3 DP |
[ 71105 |
[.280 =.002]
< 31.2 [1.230]
MANIFOLD AIRPORTS: -B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE
2X 19.1 [.750] M3 X3 DP
SUPPLIED PLUGGED
10.2 [.400] (OPEN PORT) 34.91.375] —»|
7.1 OPEN PORT
(3-6 [.140] ¢ 4x M3 X 4 DP TN [.280] 4X M4 X 5 DP ¢ f3.6 [140]
LI é 2X 1*5 8 c}, LI 'Ig 7
[2581'8] } / RS 15.8 [623] 266 ‘ 1622] & ! 1.620]
' D6 d D [1.048] N - m$ 23.4
D€ o ‘ 920
~ 4%\ @ ~ - ]32-224 l + j; M L 5201
D\ @ 1-f241 A ‘J*Q 12.70 +.03 | 3
| L 951375 [.500 +.001] |
1 Wl i [/1 } [ 1
L-15.7 [.620] CLOSED PORT ¢
19.05 [.7500] 7.94 | 12.19 =.03 —117.3 .680] =
(DOWELS) [.3125] [.480 +.001]
2X @3 H7 x 3 DP 4X @2.5 H7 X 3 DP 2XM3 X 3 DP
(CLOSED PORT)
Seal Repair Kits 056M 2X @7 X 4 DP C'BORE & PURGE-SCAVENGE PORT SUPPLIED PLUGGED
Buna-N Seal Repair Kit SLKT-186 CLEARANCE FOR M4 SHCS M3 X 3 DP
Viton® Seal Repair Kit SLKT-186V
Manifold Seal Kit (Viton® only) SLKT-197V
Sealed Jaw Boot Replacement (1 Buna-N Boot only)  SLKT-192
Loading Information
WARNING!
5'\:1'. :l;s: GRIP FORCE PER FINGER | WIRNING:
— SRR
S 4510 \80@%
' [ 0 P
w 36 8 \60:'&‘,""]\—;
< \\mbar] \"
O 27 6 + " -B Option Shown
= 40PSI2.7 bar) | m T T e
o84 20 PSI [1.4 - \3’ l ] &é i %%
-4 bar] |
é 9 2 ] @ % g N pe
| ® * ‘ [
00 1 b ﬁ7Y 1 % T
0 .5 1 1.5 2 3in. It X
0 13 25 38 51 76 mm Fl2 E2
EFFECTIVE FINGER LENGTH - L ¢
S~ wMx ~__~»My
DPDL-056M Static Dynamic DPDL-056M-B Static Dynamic
Maximum Tensile T 556 N [125 lbs] 111 N [25 lbs] Maximum Tensile T 445 N [100 lbs] 89 N [20 Ibs]
Maximum Comepressive € 1113 N [250 lbs] I 111 N [25 lbs] Maximum Compressive € 890 N [200 lbs] I 89 N [20 Ibs]
Maximum Moment Mx 13 Nm [115 in-lbs] | 2 Nm [20 in-lbs] Maximum Moment Mx 10 Nm [92 in-Ibs] I 2 Nm [16 in-lbs]
Maximum Moment My 13 Nm [115 in-lbs] | 2 Nm [20 in-lbs] Maximum Moment My 10 Nm [92 in-lbs] I 2 Nm [16 in-lbs]
Maximum Moment Mx 13 Nm [115 in-lbs] I 2 Nm [20 in-lbs] Maximum Moment Mx 10 Nm [92 in-Ibs] | 2 Nm [16 in-lbs]

tCapacities are per set of jaws and are not simultaneous

Dimensions and technical information are subject to change without notice

tCapacities are per set of jaws and are not simultaneous

CRGEN | 14 @ESTQCD
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DPDL-088M, 088M-B

§ ;=< CONNECT

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

9.5 .375]
[ ¢
2X MANIFOLD AIRPORTS: ‘ i
M5 X 5DP ‘
SUPPLIED PLUGGED 354 |
(CLOSED PORT) axms x s op 28 [1.395] [2?3606]
38.1 i g L
[1.500] 2X @5 H7 X 5 DP o' Q @ i
¢ g \ 25.35 .05
@ |8 | P [.998 +.002]
AR : *
9.5 19.1 £.03
s6.1 e - 4 19.1 13751/ 1750 £.001] ~ 222875 4‘—4
[1.420] [.750] 11.12 +.03
. 5 8X M4 X 6 DP 12.71:500] [.438 +.001]
—— OPEN PORT o 6.35
19.1 4X M5 X 8 DP [-2500]
[.750] £
12.7 38.10 4 GCReell
[.500] [1.500] ?7
(DOWELS)
e 77.2[3.040] — =
4X @3 H7 X 5 DP € 10.67 +.05
e 82[3.22] CLOSED —» [420 +.002]
-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE
2X MANIFOLD AIRPORTS:
le— 46.7[1.840] —» M5 X 5 DP
2X38.1 [1.500] SUPPLIED PLUGGED 2X @11 X 7 DP C’BORE & e 47.6[1.875] —=
9.1 [750] (OPEN PORT) CLEARANCE FOR M6 SHCS OPEN PORT
19.1 [.75
8X M4 X 6 DP 3.6
6.1 [.240] 4X M5 X 6 DP m 9.5 [#8-32 X .25 DP) [140] ™ [ 6.1:240]
24.4[.960]— —l ¢ (3751 ¢ | [—» =53[209] o
I 1 é I / 2X23.8 (:’ | ﬁ 2£4
28.6 19.1 [.750] 35.4 . ;
[1.125] & - 2 [1.395] / L937] o & 19601 356
(O @ ! N Iy (Y [1.400]
& Q 54.5 W 24 NS
i - i 2147 oo 3N O
© 0] AA 19.05 £.03 | ‘
md o [.750 +.001] p
L 19.1 A0 404 ¥
[.750]
2X9.5 ;
{— CLOSED PORT L
26.7 [1.050
38.10 [1.5000] 9-53137501 | [375] =267 [1.050] (== 70 Hex
(DOWELS) (DOWELS) 18.29 +.03 312 HEX
2X @5 H7 X 5 DP [.720 +.001] 2X M5 X 3 DP [ {
(CLOSED PORT)
Seal Repair Kits 088M 4X @3 H7 X 5 DP PURGE.SCAVENGE PORT SUPPLIED
. INCH -
Buna-N Seal Repair Kit SLKT-187 mm [INCH WITH A FILTERED BREATHER VENT
Viton® Seal Repair Kit SLKT-187V @—6 M5 X 4 DP
Manifold Seal Kit (Viton® only) SLKT-199V
THIRD ANGLE
Sealed Jaw Boot Replacement (1 Buna-N Boot only)  SLKT-193 PROJECTION
Loading Information
N Ibs. GRIP FORCE PER FINGER _ WARNING!
134 30 4 O NOT EXCEED
100 ps MAXIMUM EFFECTIVE
w1125 00 PS! [7 bay) FINGER LENGTHS
" ————t80PSI 550 [T
w 8920 . PS’N.\W
5] i — ]
S 67 15 ﬁL"{bar] s -B Option Shown Mz Z
o 40PSI 2.7 bor] ] T T -5
"N T | LS S = = !
1 [1. '
Z,, 5 [1.4 bar] . \ g@ P
00 ! ! i 7| e M |
0 5 1 15 2 25 3 35in. L 2% 1
[} 13 25 38 51 64 76 89mm H "
EFFECTIVE FINGER LENGTH - L i
\T_C/VMX
DPDL-088M Static Dynamic DPDL-088M-B Static Dynamic
Maximum Tensile T 1558 N [350 lbs] 178 N [40 lbs] Maximum Tensile T 1246 N [280 lbs] 142 N [32 Ibs]
Maximum Compressive € 2893 N [650 lbs] I 178 N [40 lbs] Maximum Compressive € 2314 N [520 lbs] I 142 N [32 Ibs]
Maximum Moment Mx 28 Nm [250 in-lbs] | 5 Nm [40 in-Ibs] Maximum Moment Mx 23 Nm [200 in-lbs] I 4 Nm [32 in-lbs]
Maximum Moment My 28 Nm [250 in-lbs] | 5 Nm [40 in-Ibs] Maximum Moment My 23 Nm [200 in-lbs] I 4 Nm [32 in-lbs]
Maximum Moment Mx 28 Nm [250 in-lbs] | 5 Nm [40 in-Ibs] Maximum Moment Mx 23 Nm [200 in-lbs] I 4 Nm [32 in-lbs]
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous
DesTACO GR-GEN | 15 Dimensions and technical information are subject to change without notice

a JIIE) company



{7/~ CONNECT

DPDL-125M, 125M-B

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

15.9 [.625]
2X MANIFOLD AIRPORTS: ¢ ¢
M5 X 5 DP i i
SUPPLIED PLUGGED | é
(CLOSED PORT) 416
axms x s op [{If [1.636] : 685
2X38.1 | v [2.697]
[1.500] 5. ©
2X @5 H7 X 5 DP @
g ‘ ? 31.70 +.05
o
& [1.248 +.002]
T o b 1 *
15.9
432 ¢ 19.1 = 28.6 [1.125]%—4
[1.700] 1.750] [625] /' 254203 |
[1.000 +.001] 20 508
H 14.30 +.
O~ i 8X M5 X 8 DP 19167501 [-563 =.001]
T — OPEN PORT 7 04
! 292(53 4X M6 X 10 DP ‘l - £[3125]
165 | [ | 38.10 TN Yy ) -
[.650] [1.500] o [, - ﬁ&?ﬁ
(DOWELS) —]
e 98.8[3.890] —» I'
4X @4 H7 X 5 DP -
[«——— 103 [4.05] CLOSED —— ¢ 15.24 +.05
[.600 £.002]
ZXMANIFOL D A RPORTS: -B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE
59.7 [2.350]
|/~ SUPPLIED PLUGGED
2X 38.1[1.500] (OPEN PORT) 2X @11 X 7 DP C'BORE & e 57.2[2.250] —*
22.9[.900] CLEARANCE FOR M6 SHCS OPEN PORT
ax ms5 x 6 op G
292 1.150] 5X 6DP H ! 8X M5 X 8 DP 4.1 < 6.4 [250]
1625] [.160] il
6.4.250] -
f ¢ ¢ ||| l=—53[209] e
p' ] ~ '
1 X 28.6 29.2
38.1 - 28.6 [1.125] 41.6 125] o [1.150]
f-900] % | f-43el ‘ — X159 ¢ N s f% [1700)
Do o .
WA b 67.0 [623] W N
< 1 [2.638] o0 [} ~_
oY \ & ~ 25.40 +.03 \ K
[1.000 + .001]
L 19.1 AP
900 5
CLOSED PORT
25.40 =.03 —=| 35.1[1.380] [~
38.10 [1.5000] 15.88 [.6250] _| [1.000 +.001] 7.9 HEX
2X @5 H7 X 5 DP (DOWELS) (DOWELS) Rant 2X M5 X 4 DP [.312 HEX]
4X @4 H7 X 6 DP (CLOSED PORT)
Seal Repair Kits 125M PURGE-SCAVENGE PORT SUPPLIED
Buna-N Seal Repair Kit SLKT.188 mm [INCH] WITH A FILTAE\RSE)E()EIBE:\THER VENT
Viton® Seal Repair Kit SLKT-188V @—6
Manifold Seal Kit (Viton® only) SLKT-199V
THIRD ANGLE
Sealed Jaw Boot Replacement (1 Buna-N Boot only)  SLKT-194 PROJECTION
Loading Information
WARNING!
N Ibs. GRIP FORCE PER nNe:RMEX?MNU% S;(F%E:ET?VE
22350 7 £20 PS1 [7 bar) FINGER LENGTHS
80 P!
S 178 40 ‘ S‘I [5.5 bar‘] ]
3134 30 60 PSI [4.1 bar] | _
8 [ | | | | -B Option Shown v z
40 P ' z
2 020 SI 2.7 bar] | =
§ T T ] el . g 1 g
Z 4510 20 PSI [1.4 bar] | 79N PN
o | :' : £3 | El) r )
00 ; L & o] v l .
0 5 115 2 25 3 35 4 45in 1
0 i3 25 38 51 64 76 89 102 114 mm T Fi2 Fi2
EFFECTIVE FINGER LENGTH - L L Mx N
DPDL-125M Static Dynamic DPDL-125M-B Static Dynamic
Maximum Tensile T 3004 N [675 Ibs] 401 N [90 lbs] Maximum Tensile T 2403 N [540 Ibs] 320 N [72 Ibs]
Maximum Comepressive € 5785 N [1300 lbs] 401 N [90 Ibs] Maximum Compressive € 4628 N [1040 lbs] 320 N [72 Ibs]

|
73 Nm [650 in-lbs] |
73 Nm [650 in-lbs] |
Maximum Moment Mx 73 Nm [650 in-lbs] I
tCapacities are per set of jaws and are not simultaneous

12 Nm [110 in-lbs]
12 Nm [110 in-lbs]
12 Nm [110 in-lbs]

Maximum Moment Mx
Maximum Moment My

Dimensions and technical information are subject to change without notice

|
59 Nm [520 in-lbs] |
59 Nm [520 in-lbs] |
Maximum Moment Mx 59 Nm [520 in-lbs] I
tCapacities are per set of jaws and are not simultaneous

@ESTQCD
a JIIZ) company

10 Nm [88 in-Ibs]
10 Nm [88 in-lbs]
10 Nm [88 in-lbs]

Maximum Moment Mx
Maximum Moment My

GR-GEN | 16



DPDL-175M, 175M-B

§ ;=< CONNECT

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

2X MANIFOLD AIRPORTS: [1/8 NPT]
SUPPLIED PLUGGED 19.1 .750]
(USE PLFT-028 ADAPTER FOR ¢ ¢
METRIC [1/8 BSPP] G1/8) 4XMI10 X 13 DP e ‘
(CLOSED PORT) m o
2X76.2 -
—
[3.000] 2X @8 H7 X 8 DP [26272” ‘
m| T ¢ @D <
No AT °el B ‘ O
P
64.8 x‘ K || °© | l
Lo 38.1 f | il
[2.550] V\) [1.500] 191 356 4.03  E— | —
- : .6 +£.03 |
E86) & I [750] [1.400 +.001] 41.3[1.625]f=—+]
] Y | | 20.65 +.03
; 22.2 [.875] (813 «.001]
21.0 | | 43.2 || OPENPORT 8X M6 X 11 DP -813 =/
[.825] [1.700] 7620 11.43
) 4500
[3.000] 4XM8X 13 DP — LJ 1
(DOWELS) | INCH] 52 g \
e 140.5[5.530] — = T*
e 145[571]CLOSED —»| @—ﬂ 4X@5H7 X12 DP
THIRD ANGLE 19:05 =00
PROJECTION [750 +.002]
-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE
le— 97.0[3.820] —»| 2X MANIFOLD AIRPORTS: [1/8 NPT]
SUPPLIED PLUGGED 2X AIRPORTS SUPPLIED 2X @20 X 13 DP C'BORE &
2X 76.2 [3.000] | — (USE PLFT-028 ADAPTER FOR WITH PLFT-028 ADAPTER CLEARANCE FOR M12 SHCS
s el e 5 o1
429 ( ) 8X M6 X 11 DP 111.1 [4.375] a4
[ [1.690] axmiox13oP {H 191 OPEN PORT [ [450]
1.4 / [.750] 42.9 [1.690}=—
[.450] — 11.4 [.448] ;
l 3 T 2xgs 1
Q -
J b 38.1 [1.500] 60.2 [1.500] =
[ 2.371 w [
N & [2:371] ~2X19.1 A\
Do g [-750] >/,
g ~ ey ° 93.9 7 ~
38.1[1.500] [3.697] &
| 572 \6 A &" A 35.56 +.03 | T
[2.250] 1.400 +.001
o ‘ GAW | [ \ 1
\ ~ CLOSED PORT 1 L ]
76.20 [3.000] —»| = 6.4[250] 2XG1/8 ~={47.8 [1.880] |[=—
19.10 [.7500] _|
(DOWELS) "5 oweLs) 3429 +.03  (CLOSED PORT) 11.1 HEX
"
2X @8 H7 X 6 DP [1.350 +.001] [.437 HEX]
4X@5H7 X7 DP PURGE-SCAVENGE PORT SUPPLIED
WITH A FILTERED BREATHER VENT 1/8 NPT
(ADAPTER AVAILABLE FOR METRIC UNITS)
L d I f 1_ Seal Repair Kits 175M
oading Informaron Buna-N Seal Repair Kit SLKT-189
Viton® Seal Repair Kit SLKT-189V
WARNING! . o
42‘5 1':3’ GRIP FORCE PER FINGER 1, 5'\oT EXCEED Manifold Seal Kit (Viton® only) SLKT-201V
] 1 MAXIMUM EFFECTIVE
\W FINGER LENGTHS Sealed Jaw Boot Replacement (1 Buna-N Boot only)  SLKT-195
Q356 80 TO Sl [‘55 ar‘ —
w 60 PS| [4.1 b, :
g 267 60 | T 2 -B Option Shown z
9 40 PS| [ ] Mz<=-
& 178 40 : ”‘27"“"] —_ m o
o 20 P! . Do -2
Z 89 20 Sl [1.4 bar] e? ° o kg o
- ' @ @ L ol | v
' 1 —Y —X
o0 \ — =
o 1 2 3 4 5 6in 14
0 25 51 76 102 127 152mm TC " F/2 F/2
X
EFFECTIVE FINGER LENGTH - L S My
m Static Dynamic DPDL-175M-B Static Dynamic

5118 N [1150 Ibs]
10235 N [2300 Ibs] |
130 Nm [1150 in-lbs] |

779 N [175 lbs]
779 N [175 lbs]
22 Nm [190 in-lbs]
22 Nm [190 in-lbs]
22 Nm [190 in-lbs]

Maximum Tensile T
Maximum Compressive €
Maximum Moment Mx
Maximum Moment My 130 Nm [1150 in-Ibs]

Maximum Moment Mx 130 Nm [1150 in-lbs]
tCapacities are per set of jaws and are not simultaneous

DEeSTRCO GR-GEN | 17

a JIIE) company

Maximum Tensile T 4094 N [920 Ibs]
8188 N [1840 lbs]

I
104 Nm [920 in-lbs] |
|
I

623 N [140 lbs]
623 N [140 Ibs]
17 Nm [152 in-lbs]
17 Nm [152 in-lbs]
17 Nm [152 in-lbs]

Maximum Comepressive €
Maximum Moment Mx
Maximum Moment My 104 Nm [920 in-lbs]
Maximum Moment Mx 104 Nm [920 in-lbs]
tCapacities are per set of jaws and are not simultaneous

Dimensions and technical information are subject to change without notice



¥ -7+ CONNECT

DPDL-250M, 250M-B

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

2X MANIFOLD AIRPORTS: [1/8 NPT]
SUPPLIED PLUGGED axmiox 13 or 25.4[1.000]
(USE PLFT-028 ADAPTER FOR ¢ ¢
METRIC [1/8 BSPP] G1/8)
(CLOSED PORT) 2X @8 H7 X 8 DP | o
e ==
[3.000] [2.880] @ o @ [4.855]
@ @ ‘
1 ‘ i O | 6096 +.05
o /0 ! ’ 2.400 +.002
79.3 L 381 — 1 ¢
[3.125] [1.500] 25.4 7.0 +.03 17 U
- 7.0 £, H
I [1.000)” %050 = 001] 57.2 2.250] — =]
OPEN PORT 34.9[1.375 28.58 +.03
200 | [2536%] 8X M8 X 12 DP [1.373] [1.125 +.001]
[1.180] 76.20 : (SUPPLIED PLUGGED) 15.88
—=  [3.0000] |=— rl [.6250]
4X M10 X 13 DP £7
(DOWELS) mm [INCH] g
e 187.7[7.390] ——— K
— 193[7.59]CLOSED —*= @—G 4X @6.4 C'BORE X 7 DP
THIRD ANGLE @6 H7 X 13 DP ¢ 25.40 =.05
PROJECTION 40 £.05 |
[1.000 =.002]
-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE
2X MANIFOLD AIRPORTS:
l«— 109.2 [4.300] 2X AIRPORTS SUPPLIED
; 1 [1/8 NPT] SUPPLIED PLUGGED WITH PLFT-028 ADAPTER 2X @20 X 13 DP C’BORE &
2X 76.2 [3.000] (USE PLFT-028 ADAPTER FOR
ON METRIC UNITS ONLY CLEARANCE FOR M12 SHCS
48.3 [1.900] METRIC [1/8 BSPP] G1/8) M8 X 12 DP
(OPEN PORT)
>33 25.4 opeNpoRT | |2 oBo00r =
r 5.
(2.100] 4XM10 X 13 DP m [1.000] 50.8
11.4 [2.000]
( [.450] e e »1 11.4 [.448] ¢
? H é 2X 540 8 @ H
699 | ¥ - 50.8[2.000] | 732 : ~
[2.000]
[2.750] [2.880] _ 2X25.4
& 00, | —D—] 15.7 [1.000] }
- [4.556] o
—— ] 38.1[1.500] o0
| P ! | A 46.99 +.03 | ¢
o O ~ ‘ [1.850 +.001]
| - CLOSED OO0 i \
I PORT I L I ]
76.20 [3.0000] 25.40 [1.0000] _| ™ [ 6.4 [250] 2XG1/8 /)
(DOWELS) (DOWELS) 45.72 +.03 (CLOSED PORTS)
2X @8 H7 x 6DP {1800 =001] 63.512.500] [14]3'17 :3]
x 4X @6.4 C'BORE X 9 DP
@6 H7 X 18 DP PURGE-SCAVENGE PORT SUPPLIED
WITH A FILTERED BREATHER VENT 1/8 NPT
(ADAPTER AVAILABLE FOR METRIC UNITS)
L d I f 1_ Seal Repair Kits 250M
oading Intormatrion Buna-N Seal Repair Kit SLKT-190
Viton® Seal Repair Kit SLKT-190V
WARNING!
syo ;l;;.i\GRIP FORCE PER FINGERMEXOMFUOMT IEFXFCEE:EI‘EI)VE Manifold Seal Kit (Viton® only) SLKT-201V
]
o \0,‘% FINGER LENGTHS Sealed Jaw Boot Replacement (1 Buna-N Boot only)  SLKT-196
& 668 150 f———==Z0 PSI [55 bar]
s _— m\t
% 445100 I bar] ' -B Option Shown
i —__ 40PSI[2 7 bar] ] Mz <%
&8 r— I I °
Q223 50 20 PSI [1.4 bar] —t——— J | e & I I % ? %
£ ] D o¢ °® -4
] ® Q
) ' ° | @ L olol P ?
0 2 4 6 8 10 in. -v X
0 51 102 152 203 254mm i - -
EFFECTIVE FINGER LENGTH - L ~TC ~Mx - - W
DPDL-250M Static Dynamic DPDL-250M-B Static Dynamic
Maximum Tensile T 9568 N [2150 Ibs] 1224 N [275 Ibs] Maximum Tensile T 7654 N [1720 Ibs] 979 N[220 Ibs]
Maximum Compressive € 19135 N [4300 lbs] 1224 N [275 lbs] Maximum Compressive € 15308 N [3440 lbs] 979 N [220 Ibs]

40 Nm [350 in-lbs]
40 Nm [350 in-lbs]
40 Nm [350 in-Ibs]

Maximum Moment Mx
Maximum Moment My 339 Nm [3000 in-lbs]
Maximum Moment My 339 Nm [3000 in-lbs]

tCapacities are per set of jaws and are not simultaneous

|
339 Nm [3000 in-lbs] |
|
[

Dimensions and technical information are subject to change without notice

32 Nm [280 in-lbs]
32 Nm [280 in-lbs]
32 Nm [280 in-lbs]

Maximum Moment Mx
Maximum Moment My 271 Nm [2400 in-lbs]

Maximum Moment Mx 271 Nm [2400 in-lbs]
tCapacities are per set of jaws and are not simultaneous

@ESTQCD
a JIIZ) company

|
271 Nm [2400 in-lbs] |
|
[

GR-GEN | 18



DPDS SERIES

2-Jaw General Industrial Grippers | Features and Benefits | How To Order

Features:
* Rugged general purpose modular gripper

* High impact resistant with double wedge design
* Finger mounting on end or bottom of jaws

* Thru-body mounting and multiple mounting features

simplifies installation

* Multiple air ports support manifold interface using O-rings
* Purge/scavenge ports for harsh & clean environments

* Corrosion resistance hardware option

Applications:

* Compact, robust gripper for use in confined
spaces requiring a high grip force

* Multiple part gripping using manifold
feature to create gripper arrays

* Long finger gripping applications

How To Order

Jaw Mounting

Size ”Blank”
Base Model 047M 125M
DPDS 056M 175M

088M 250M
\l l

DPDS-088M

DPDS-056M

DPDS-250M

DPDS-175M

DPDS-047M (USB key shown for scale)

Description Hardware Description
End Jaw Mounting “Blank”  Alloy
Bottom Jaw Mounting CR Corrosion Resistant with
Clean Room Grade Grease
Seals Description

- O-CO-CD-C

)-(

!

Stroke Stroke varies with size of gripper

047M 006, 009 or 013 125M 019, 025 or 038
056M 009, 013 or 019 175M 025, 038 or 050
088M 013, 019 or 025 250M 038, 050 or 075

Accessories

\'"

Stroke dimensions

006 1.6mm [0.06]
009 2.4mm [0.09]
013 3.2mm [0.13]

019 4.8mm [0.19]
025 6.4mm [0.25]
038 9.5mm [0.38]

) ¢ “Blank” Buna-N
Viton® High Temperature

050
075

12.7mm [0.50]
19.1mm [0.75]

Sensor Accessories
PNP Magneto Resistive Sensor with Quick Disconnect*

NPN Magneto Resistive Sensor with Quick Disconnect*
PNP Magneto Resistive Sensor with Quick Disconnect*
NPN Magneto Resistive Sensor with Quick Disconnect*
PNP Magneto Resistive Sensor (90° barrel) w/Qk. Disc.*
NPN Magneto Resistive Sensor (90° barrel) w/Qk. Disc.*
Quick Disconnect 2 Meter Cable Length*

Quick Disconnect 5 Meter Cable Length*

Pneumatic Accessories

Model Numbers
047M, 056 M, 088M,
047M, 056M, 088M,

175M, 250M
175M, 250M

047M, 056M, 088M,
047M, 056M, 088M,

All Models
All Models

Model Numbers

Plumbing Fitting - M3 male to 3mm OD Tube Push-in Style
Plumbing Fitting - M3 male to 2mm ID Tube Barb Style
Plumbing Fitting - 1/8 NPT Male to 1/8 BSPP Female
Adjustable Flow Control G 1/8 Elbow - 6mm OD Push-in
Adjustable Flow Control M5 Elbow - 6mm OD Push-in

Fail Safe Valve M5

Fail Safe Valve G 1/8 (1/8 BSPP)

*Sensor and cable sold separately.

DesTACO GR-GEN | 19

a JIIE) company

047M, 056M
047M, 056M
125M, 250M
125M, 250M
088M, 125M
088M, 125M
175M, 250M

Part Number Qty/Unit
125M OHSP-017 1-2
125M | OHSN-017 | 1-2
| oHsp-015 | 1-2
| oHsN-015 | 1-2
125M | OHsPo011 | 1-2
125M | OHSN-011 | 1-2
| caBLoi0 | 1-2
| caABL013 | 1-2
Part Number Qty/Unit
PLFT-021 1-2
| PLFT022 | 1-2
| PLFT028 | 1-2
|  wvvro05 | 1-2
|  vivr-008 | 1-2
| oFsv-004 | 1
| oFsv-005 | 1

Dimensions and technical information are subject to change without notice



DPDS SERIES

2-Jaw General Industrial Grippers | Technical Specifications

Specifications Units 047M 056M 088M
Total Rated Grip Force F @ 100 psi N [lbs] 62 [14] 98 [22] 222 [50]
Total Stroke mm [in] 3.2 [0.13] | 4.8 [0.19] | 6.4 [0.25]
Weight kg [Ibs] 0.086 [0.04] | 0.155 [0.07] | 0.23 [0.51]
Pressure Range bar [psi] 1.5-7 [20-100]
Max. Vacuum for Scavenge Port mm Hg 200

[in. Hg] (8]
Max. Pressure for Purge Port bar [psi] 1.4 [20]
Ingress Protection Class (IP) IP54
Displacement cm?*[in?] 0.2 [0.013] | 0.5 [0.028] | 1.5 [0.090]
Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]
Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]
Actuation sec 0.13 | 0.16 | 0.20
Accuracy mm [in] +0.05 [+0.002]
Repeatability mm [in] +0.03 [+0.001]
Valve to Actuate Double Acting 4-way, 2-position

Specifications

Total Rated Grip Force F @ 100 psi N [lbs] 445 [100] 890 [200] 1779 [400]
Total Stroke mm [in] 9.5[0.38] | 12.7 [0.50] | 19.1[0.75]
Weight kg [Ibs] 0.46 [1.03] | 1.68 [3.70] | 2.76 [6.08]
Pressure Range bar [psi] 1.5-7 [20-100]

Max. Vacuum for Scavenge Port mm Hg 200

[in. Hg] [8]

Max. Pressure for Purge Port bar [psi] 1.4 [20]

Ingress Protection Class (IP) IP54

Displacement cm? [in?] 4.5 [0.274] | 11.7 [0.717] | 36.0 [2.194]
Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.30 | 0.40 | 0.50
Accuracy mm [in] +0.08 [+£0.003]

Repeatability mm [in] +0.03 [+0.001]

Valve to Actuate Double Acting 4-way, 2-position
Dimensions and technical information are subject to change without nofice GR-GEN | 20 DesTACO
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DPDS-047M, 04/M-B DIRECT+),' /{4 8

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

2X MANIFOLD AIRPORTS: 6.4 [.250]
M3 X 3 DP | |
SUPPLIED PLUGGED ! ] ?
(CLOSED PORT) 17.6 ‘ S ey o
OPEN PORT [.694] ‘ KA & [1.019]
] 2;‘7’5%]’ | 4x m3 x 4 pP TN @ ‘ 11.81 £.05
: [T [ 1 1465 .002]
. T
2X @3 H7 X 3 DP N e *
7] ? i 9.5[.375]
A g 7.11 .03 |
222 § Y 9.5 [.280 =.001]
1.875] € 1375 ser2200 78 +.03
i) @3() I mm [INCH] 4X M3 X 4 DP ¢ = |18 +.001
ad <3 (SUPPLIED PLUGGED) -186 *.
‘ @_ﬂ S G 2.79[1100]
79 | 10.2 [.400] 4X M3 X 5 DP
1310] 19.05 THIRD ANGLE ¢ I @s0]
Ll 175007 |« PROJECTION 2 ‘ 56405
(DOWELS) 4X @ 2.0 H7 X 3 DP o S [_22'0 ;:002]
e 24.4[960] |4
28[1.11]
CLOSED -B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE
2X MANIFOLD AIRPORTS:
M3 X 3 DP
SUPPLIED PLUGGED
(OPEN PORT)
2X 19.1[.750]
10.2 [400] 4x M3 x 4 op K o
7501 [ —3.6 [.140]
—9.7 .380] 6.4[.250] AX M3 X 4 DP 1750] X 6.7 1263]
: (3.6 [.140]  671263] ¢ @ i i
1.4 ] 1( ) ] ‘ &0 97
L4501y ¥ - é(; P 7.11 .03 o) et (380 1l
5@\\ S 24.4 1.694] | [.280 +.001] D :
I N (9601 | 1 A %<==
3’ A4 7 ,$
b 4 OPEN
1 — 951375 o PALEE PORT
[ 381 | [ . o4
0 [.1500] | 10.67 =.03 .
¢ \— CLOSED PORT == 420 +.001] {370
19.05 [.7500]
(DOWELS) 4X @ 2.0 H7 X 3 DP 2X M3 X 3 DP
2X @3 H7 X 3 DP (CLOSED PORT)
Buna-N Seal Repair Kit SLKT-185 ’
. . PURGE-SCAVENGE PORT SUPPLIED PLUGGED
Viton® Seal Repair Kit SLKT-185V M3 X 3 DP
Manifold Seal Kit (Viton® only) SLKT-197V
Loading Information
N Ibs. GRIP FORCE PER FINGER
36 8 WARNING!
DO NOT EXCEED
o 3T 7 Pe— 100 pg; 5 MAXIMUM EFFECTIVE
<27 6 o [7 bar) FINGER LENGTHS
w225 R DS b~
~——___60PS| 4 —
§ 18 4 = [4] by ] ‘ -B Option Shown MZCZ':>
=13 3 20PSI[2.7 bayy — L og L é
|
Q2 5, 20 PSi 1.4 6] — 08 o E
T 5, o o e
) T
00 i T X
0 5 1 1.5 20 25in. L
0 13 25 38 51 64mm 1 Fi2 Fi2
EFFECTIVE FINGER LENGTH - L M
~_ ~ wMx oMy

DPDS-047M Static Dynamic DPDS-047M-B Static Dynamic

Maximum Tensile T 134 N [30 lbs] 27 N [6 Ibs] Maximum Tensile T 107 N [24 lbs] 22 N [5 Ibs]
Maximum Compressive € 223 N [50 Ibs] | 45 N [10 lbs] Maximum Compressive € 178 N [40 Ibs] | 36 N [8 Ibs]
Maximum Moment Mx 2 Nm [20 in-lbs] I 0.6 Nm [5 in-Ibs] Maximum Moment Mx 2 Nm [16 in-lbs] I 0.5 Nm [4 in-lbs]
Maximum Moment My 2 Nm [20 in-lbs] | 0.6 Nm [5 in-Ibs] Maximum Moment My 2 Nm [16 in-lbs] I 0.5 Nm [4 in-Ibs]
Maximum Moment Mx 2 Nm [20 in-Ibs] | 0.6 Nm [5 in-lbs] Maximum Moment My 2 Nm [16 in-lbs] | 0.5 Nm [4 in-lbs]
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous

DesTACO GR-GEN | 21 Dimensions and technical information are subject to change without notice
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{7/~ CONNECT

DPDS-056M, 056M-B

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

[l 7.1 [.280]
2X MANIFOLD AIRPORTS: ‘
M3 X 3 DP ? T L J L
SUPPLIED PLUGGED
(CLOSED PORT) 199 ‘ 28.9
OPEN PORT [0.782] [1.137]
2 19.1 axm3 x 4 op I ‘ (? 13.34 .05
L7501 L 1,525 +.002]
ﬁ2XQ3H7X3DP T O !
¢
T d ; 8.64+03 | 12.7 [.500]
241 | 95 [.340 .001]
[.950] ¢ [375] 7.65[.300]
= ! mm [INCH] 4X M3 X 5 DP ¢ 6.35 +.03
(SUPPLIED PLUGGED) [.250 +.001]
<§> E ) 3.81[.1500
86 | 10.2 [.400] \—/ L I
[.340] 19.05 THIRD ANGLE 4XM3 X 5 DP O | (RO
o 17500) | PROJECTION ¢ NIg 7y
(DOWELS) 4X @ 2.5 H7 X 3 DP o) fS) 7.1 £.05
—+  31.2[1.230] = : [.280 +.002]
35[1.38] -B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE
CLOSED
MANIFOLD AIRPORTS:
M3 X 3 DP
SUPPLIED PLUGGED
(OPEN PORT)
2x19.1[.750] 4X M3 X 4 DP glis
10.2 [.400] — . 3.6 [.140]
3.6 7.1[.280] 4X M4 X 5 DP [750] [ 2X8.0[313]
* f[,uo] — 8.0[.313] [#8-32 X .19 DP] +
12.7 J é { L J L J & | n2 !
& 2 ¢ 19.9 o I 17.0
oo y b o @\\ =3 [782] | 8.64 .03 © FENT L4401 ol
‘ & .340 .001
* E;f‘x” e W | 27.4 [y [ ] f@
A4 [1.078] o ,@| >
L 9.51375] L 524 [ OPEN
11.2 [.440] - Pl /T T T PORT
¢ N CLOSED PORT 4.76 | e 12.19 +.03 o V7 e
1875 [.460]
19.05 [.7500] [1873) [-480 +.001]
(DOWELS) 4X 2.5 H7 X 3 DP 2X M3 X 3 DP
2X @3 H7 x 3 DP (CLOSED PORT)
Seal Repair Kits 056M 2X @5 X 3 DP C'BORE &
Buna-N Seal Repair Kit SLKT-186 CLEARANCE FOR M2.5 SHCS
Viton® Seal Repair Kit SLKT-186V PURGE-SCAVENGE PORT SUPPLIED PLUGGED
Manifold Seal Kit (Viton® only) SLKT-197V M3 X3 DP
Loading Information
N lbs. GRIP FORCE PER FINGER
5312 WARNING!
o WS Ee,
o~ 0
Sas0 = PS117 by FINGER LENGTHS
3. 36 8 —rSI[55 bar] ——
& 6 IT2lPSI 4] hay T .
4 U | -B Option Shown z
c 40PSI27bay | i Me=s
& 18 4 ; r I o | J [
) 20 PSI [1.4 bar] ' Og =0 o || [®
— |
T 92 ] 0| o Ul e
1 P
00 i Ly 1 I% 11 X
0 .5 1 1.5 2 3in. !
0 13 25 38 51 76 mm - .
EFFECTIVE FINGER LENGTH - L TC =
~  wMx ~_ _~»My
DPDS-056M Static Dynamic DPDS-056M-B Static Dynamic
Maximum Tensile T 267 N [60 lbs] 45 N [10 Ibs] Maximum Tensile T 214 N [48 lbs] 36 N [8 Ibs]
Maximum Compressive € 401 N [90 Ibs] | 67 N [15 lbs] Maximum Compressive € 320 N [72 Ibs] | 53 N [12 lbs]
Maximum Moment Mx 5 Nm [40 in-lbs] I 0.8 Nm [7 in-lbs] Maximum Moment Mx 4 Nm [32 in-lbs] I 1 Nm [6 in-lbs]
Maximum Moment My 5 Nm [40 in-lbs] | 0.8 Nm [7 in-Ibs] Maximum Moment My 4 Nm [32 in-lbs] I 1 Nm [6 in-lbs]
Maximum Moment My 5 Nm [40 in-lbs] | 0.8 Nm [7 in-lbs] Maximum Moment My 4 Nm [32 in-lbs] I 1 Nm [6 in-lbs]

tCapacities are per set of jaws and are not simultaneous

Dimensions and technical information are subject to change without notice

tCapacities are per set of jaws and are not simultaneous
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DPDS-088M, 088M-B

§ ;=< CONNECT

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

2X MANIFOLD AIRPORTS: 1.4
M5 X 5DP [0.450] ¢
SUPPLIED PLUGGED |
(CLOSED PORT) T ] | ﬁ
OPE;IXZC;R;I' 4X M5 X 8 DP [128‘2]8] ‘ 434
11500 2X @5 H7 X 5 DP . 8| e
/7 8.0 [.313] @ ! @ Q 20.27 £.05
1 © | O [.798 +.002]
36.1 M + *
[1.4200§ 19.1 13.97 .03 |
7 < 750 [.550 .001]
1.500] 4 ' | 7.95+.03
8X M4 X 6 DP [.313 £.001]
X . (SUPPLIED PLUGGED)
I 1 19.1[750] mm [INCH] [2'53050]
| 38.10 [1.500] || 8 f .
™ (DOWELS) @_ﬂ 4X M5 X 8 DP = '
[ 46.7[1.840] — i
51 [2.00] THIRD ANGLE T
CLOSED PROJECTION 4X @3 H7 X5 DP 10.67 +.05_|
[.420 =.002]
2X MANIEOLD AIRPORTS: -B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE
2X38.1 M5 X 5 DP
[1.500] SUPPLIED PLUGGED 2X @7 X 4 DP C'BORE &
(OPEN PORT) CLEARANCE FOR M4 SHCS
19.1 8X M4 X 6 DP
™ 1750 4x M5 X 6 bp HIH [ﬁggo] . 6.1 [.240]
6.1[.240] 1.4 a6 — 2X9.5[.375]
_ 95 .450] ~ T
R i : NN
19.1 ‘ é g J ﬁ‘ ¢ I 17.5
s | IO e 261 4X8.0(313] wo. @“—, T 1690] 254
A [1.028] o o [1.000]
I & O i 419 y N i i
1 jo ! O 116451 Le0 13.97 +.03 . OPEN
17.5 [690] b | Y [550+.001] ! P PORT
.
—19.1 [.750] / ‘ f [
N 17.8
| 3810[1.5000) CLOSED PORT = 531210 [.77001 - 7.9 HEX
(DOWELS) 2X7.94[.3125] _| 18.29 +.03 1312 HEX]
2X @5 H7 X 5 DP (DOWELS) [:720 +.001] 2X M5 X 4 DP
4X @3 H7 X 5 DP (CLOSED PORT)
PURGE-SCAVENGE PORT SUPPLIED
R . WITH A FILTERED BREATHER VENT
Seal Repair Kits 088M M5 X 4 DP
Buna-N Seal Repair Kit SLKT-187
Viton® Seal Repair Kit SLKT-187V
Manifold Seal Kit (Viton® only) SLKT-199V
Loading Information
N Ibs. GRIP FORCE PER FINGER
134 30 WARNING!
DO NOT EXCECErI?VE
a MAXIMUM EFFE
Q25 T~ 100 pg, 17 bayy FINGER LENGTHS
4 8920 W
Q w\\l -B Option Shown z
S 6715 %\ ‘ Mz =5
% 4510 40 PSI [2.7 bar] \\: Jo ‘ g OL %
9 20PSI [1.4bar] | T o6 ! T o
£22s - o o *
] I
00 | I
0 5 1 15 2 25 3 35in. H
o 13 25 38 51 64 76 89 mm n
EFFECTIVE FINGER LENGTH - L -
DPDS-088M Static Dynamic DPDS-088M-B Static Dynamic
Maximum Tensile T 614 N [138 Ibs] 111 N [25 lbs] Maximum Tensile T 490 N [110 lbs] 89 N [20 Ibs]
Maximum Compressive € 1224 N [275 lbs] I 111 N [25 lbs] Maximum Comepressive € 979 N [220 lbs] I 89 N [20 Ibs]
Maximum Moment Mx 14 Nm [120 in-lbs] | 2 Nm [20 in-Ibs] Maximum Moment Mx 11 Nm [96 in-Ibs] I 2 Nm [16 in-lbs]
Maximum Moment My 14 Nm [120 in-lbs] | 2 Nm [20 in-lbs] Maximum Moment My 11 Nm [96 in-Ibs] I 2 Nm [16 in-lbs]
Maximum Moment Mx 14 Nm [120 in-lbs] I 2 Nm [20 in-lbs] Maximum Moment Mx 11 Nm [96 in-lbs] | 2 Nm [16 in-lbs]
tCapacities are per set of jaws and are not simultaneous tCapacities are per set of jaws and are not simultaneous
DEeEeESTACO GR-GEN | 23 Dimensions and technical information are subject to change without notice
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{7/~ CONNECT

DPDS-125M, 125M-B

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

2X MANIFOLD AIRPORTS: 15.9 [.625]
M5 X 5 DP ‘ ?
SUPPLIED PLUGGED |
(CLOSED PORT) J L J d L
[
OPEN PORT axms xsop JIf 31.3 @ @ 52.7
2X 38.1 [1.232] [2.074]
[1.500] 4 | L
2X @5 H7 X 5 DP i © | © @ )
.1[0.438] | b 25.35 +.05
I 9| e ‘ [0.998 +.002]
1 Pl | [ [
432 ) \
[1.700] §_ 19.1 € 19.05+.03 19.1 [750] e
[.750] [0.750 £.001]
]6653 v 11.4 [0.450] |lwsl 9.53 £.03
[.650] ] 8X M5 X 8 DP o [.375 .001]
I (SUPPLIED PLUGGED) \ 7.94
| .‘ D [.3125]
| ‘ 22.9(900]  mm [INCH]
i
. ss10[1.500 | 4X M6 X 10 DP T{ S | ~
(DOWELS) Y=
le—— 59.7[2.350] —» THIRD ANGLE ‘
64 [2.51] PROJECTION 4AX @4 H7 X 5 DP O Q ]
CLOSED ' 1524 .05 |
[.600 +.002]
2X MANIFOLD AIRPORTS: -B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE
M5 X 5 DP
SUPPLIED PLUGGED
X381 (OPEN PORT) 2X @7 X 4 DP C'BORE &
6.4 [250] [1.500] ] X M5 X 6.DP 8X M5 X 8 DP CLEARANCE FOR M4 SHCS 6.4 [.250]
229 — 381 — 2X 12.7 [.500]
™ 1.900] V [1652;21 [1.500] o 7L
¢ 127 : »‘ le 4
| | 500] ¢ | [.160] | {
! ! 19.8
222 = é Z L J g T
[875] o} e} 313 —4X11.1 [438] o @31 17ea
[1.232] A~ 30.5
72§ > 1 [1:200]
. £ | - 51.2 o i
/{; © [2.015] o-¢ O @ 19.05 =.03 /F C .
19-8 780~ PN ly 1750 =.001] i o
L19.1[.750] O O ‘ v
[
_.| 38.10(1.5000] CLOSED PORT > =~ 53[210] 5 o224 |
(DOWELS) 261111 [4375] | 25.40 £.03 880] (512t
2X @5 H7 X 5 DP (DOWELS) [1.000 =.001] 2X M5 X 4 DP ’
4X @4 H7 X 6 DP (CLOSED PORT)
Seal Repair Kits 056M PURGE-SCAVENGE PORT SUPPLIED
Buna-N Seal Repair Kit SLKT-188 WITH A F"-T'E\ARSEQE'EE?THER VENT
Viton® Seal Repair Kit SLKT-188V
Manifold Seal Kit (Viton® only) SLKT-199V
Loading Information
N Ibs. GRIP FORCE PER FINGER
267 60 WARNING!
) MAIMUM EFFECTIVE
0
S2es0 2251 (7 bary FINGER LENGTHS
w178 40 80 PSI [5.5 ey =
— ] -B Option Shown z
§ 134 30 SOPSI [4.1 bar] — Mz<p>
% 2020 40 PSI [2.7 bar] | Joo ° | lo ﬂp o]
2 20751 (1 45 | o= ] ¢ 2
£ 4510 | [1.4 bar] 1 ° o ) i ?
‘ ‘ ‘ : | % X
00 t t r 1 — u —
0 5 1 15 2 25 3 35 4in.
0 13 25 38 51 64 76 89 102"r:1m _Fi2 | Fr2
EFFECTIVE FINGER LENGTH - L S~ My
DPDS-125M Static Dynamic DPDS-125M-B Static Dynamic
Maximum Tensile T 2225 N [500 Ibs] 289 N [65 Ibs] Maximum Tensile T 1780 N [400 Ibs] 231 N [52 Ibs]
Maximum Compressive € 4228 N [950 Ibs] I 289 N [65 Ibs] Maximum Compressive € 3382 N [760 Ibs] I 231 N [52 Ibs]
Maximum Moment Mx 48 Nm [425 in-lbs] | 8 Nm [70 in-lbs] Maximum Moment Mx [8 Nm [340 in-Ibs] | 6 Nm [56 in-lbs]
Maximum Moment My 48 Nm [425 in-lbs] | 8 Nm [70 in-lbs] Maximum Moment My 38 Nm [340 in-lbs] | 6 Nm [56 in-lbs]
Maximum Moment Mx 48 Nm [425 in-lbs] | 8 Nm [70 in-lbs] Maximum Moment Mx 38 Nm [340 in-lbs] | 6 Nm [56 in-lbs]

tCapacities are per set of jaws and are not simultaneous

Dimensions and technical information are subject to change without notice

tCapacities are per set of jaws and are not simultaneous

CRGEN | 24 @ESTQCD
a JIIZ) company



DPDS-175M, 175M-B

§ ;=< CONNECT

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

2X MANIFOLD AIRPORTS: [1/8 NPT] 19.1
SUPPLIED PLUGGED [.750] ¢
(USE PLFT-028 ADAPTER FOR | f
METRIC [1/8 BSPP] G1/8) J L J e} L
(CLOSED PORT) 4x mi10 x 13 pp HGUH 44.7 | @ o @
2X 76.2 [1.840] | I
[3.000] . } -
2X @8 H7 X 8 DP o o @
g{ﬁ] € @ / 15.9 [.625] | P
? RS |
Fa ] [ ]
64.8 | i 28.58 +.03 J oo H
255011 - ¢ 38T ¢ (1125 2.001] 349 11.375] =]
I 210 [1.500] 15.9 [625] 17.48 +.03
(825] | ory 4\ P 8X M6 X 11 DP 7L ~ 1,688 £.001]
N @3-&" (SUPPLIED PLUGGED)
}
- & - OPEN PORT 11.43
[.4500]
43.2[1.700] mm [INCH] xmex13op N N
L 76.20[3.000]  |_ | ¢ ¥ r
(DOWELS) T
e 97.0[3.820] —» THIRD ANGLE /
PROJECTION 4X @5 H7 X 12 DP
102 [4.00] 19.05 £.05
CLOSED [.750 +.002]
-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE
2X MANIFOLD AIRPORTS: [1/8 NPT]
SUPPLIED PLUGGED
2X76.2 / (uai%rg.ﬁz/g AB\SDQ"]’T&R/FB?R 2X AIRPORTS SUPPLIED 2X @13 X 25 DP C’BORE &
2000 ] (OPEN PORT) WITH PLFT-028 ADAPTER CLEARANCE FOR M8 SHCS s Laso
CLOSED PORT —\ 42.9 4X M10 X 13 DP m 76.2 o
[1.690] [1795(1) ] [3.000] — 2X 21.3 [.840]
11.4[.450] 8X M6 X 11 DP 42.9
"l ¢ 213 T ¢ | -+ 11.4 [.448] *‘ n.eso [ i
| [.840] ‘ |
4(:4 ‘ ”{ {/L J L 4X15.9 [.625 J o T
n.se0 ¢ QD } r ¥ na 467 r 9 [.625] %N [1.090]
‘é} = [1.840] I I N>/ 46.7
Ve S =Y 75.3 | v bo '340]
Pt [2.966] EXe) Y
27.7 o~ g 28.58 +.03 N
[1.090] O O Sp0 [1.125 .001] | \
| i
| 76203000 |, 8810500 —| 6.4[251] OPEN J T
(DOWELS) 3429+.03  PORT — -
X 15.86 1 6250 [1.250] 11.1 HEX
2X @8 H7 X 6 DP 5.86 [.6250] | [1.350 =.001] [.437 HEX]
(DOWELS) 2X G1/8
4X@5H7 X7 DP (CLOSED PORT)
Seal Repair Kits 175M
— PURGE-SCAVENGE PORT SUPPLIED
Buna-N Seal Repair Kit SLKT-189 WITH A FILTERED BREATHER VENT 1/8 NPT
Viton® Seal Repair Kit SLKT-189V (ADAPTER AVAILABLE FOR METRIC UNITS)
Manifold Seal Kit (Viton® only) SLKT-201V
Loading Information
N Ibs. GRIP FORCE PER FINGER
534120- WARNING!
MAXIMUM EFFECTIVE
& 445 1007\\’0'%]\ FINGER LENGTHS
g 356 80 %\' -B Option Shown MZC'Z:>
0267 60 S0 PSI [4.] bar] t— ] ° o 1
178 40 20PSI[2.7 bar] — | Cg | -0 @Ok ©)
8 w : . o® ht 0
— || ©
£ 8 20 20PSildbarl L o off| LT
o o ‘ [ ] T —x
o 1 2 3 4 S5in P2, 2
] 25 51 76 102 127 mm My
EFFECTIVE FINGER LENGTH - L —
m Static Dynamic DPDS-175M-B Static Dynamic

4450 N [1000 Ibs]
8900 N [2000 Ibs] |
113 Nm [1000 in-lbs] |

668 N [150 lbs]
668 N [150 lbs]
20 Nm [175 in-Ibs]
20 Nm [175 in-lbs]
20 Nm [175 in-lbs]

Maximum Tensile T
Maximum Compressive €
Maximum Moment Mx
Maximum Moment My 113 Nm [1000 in-Ibs]
Maximum Moment Mx 113 Nm [1000 in-Ibs]
tCapacities are per set of jaws and are not simultaneous

DesTACO GR-GEN | 25

a JIIE) company

534 N [120 Ibs]
534 N [120 Ibs]
16 Nm [140 in-lbs]
16 Nm [140 in-lbs]
16 Nm [140 in-lbs]

3560 N [800 Ibs]
7120 N [1600 Ibs] |
90 Nm [800 in-lbs] |
90 Nm [800 in-lbs] |
Maximum Moment Mx 90 Nm [800 in-lbs] I
tCapacities are per set of jaws and are not simultaneous

Maximum Tensile T
Maximum Compressive €
Maximum Moment Mx
Maximum Moment My

Dimensions and technical information are subject to change without notice



{7/~ CONNECT

DPDS-250M, 250M-B

2-Jaw General Industrial Grippers | Dimensions and Technical Specifications

2X MANIFOLD AIRPORTS: [1/8 NPT] 254
SUPPLIED PLUGGED
[1.000] ¢
(USE PLFT-028 ADAPTER FOR ‘ ‘
METRIC [1/8 BSPP] G1/8) J \ L J L
(CLOSED PORT) _— 52.1 | @@7‘ @
2X76.2 4X:M10 X 13 DP RLK [2.053] | 95.5
[3.000] " I - [3.760]
Tn ¢ 0D 2X @8 H7 X 8 DP © o ‘ )
20.7 [.813] [ P ]| 52.07 +.05
I 00 | 2.050 +.002
] [ ]
79.3 L] I A
38.10 £.03 |
81251 4| e 381 ©  [1.500 .001] 413[1.625] —fe—n]
[1.500]
30.0 20,6 [812] 20.65 .03
[1.180] 8X M8 X 12 DP oL [.813 +.001]
' (SUPPLIED PLUGGED) ¢ 1588
! '~ OPEN PORT X MI0X 13 DP (@ @ (@ f 1.6250]
50.82.000] ™M [INCH] o) | $<>—— r
¢ N
76.20 [3.0000] V o
™ (DOWELS) ) “ , t
¢ 109.2[4.300] —* THIRD ANGLE x eg:,_%';o]?é; bP__~
114 [4.50] PROJECTION = =) 25.40 +.05 |
CLOSED [1.000 =.002]
-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE
2X MANIFOLD AIRPORTS: [1/8 NPT]
SUPPLIED PLUGGED 2X @13 X 25 DP C'BORE &
(USE PLFT-028 ADAPTER FOR CLEARANCE FOR M3 SHCS
X 76.2 METRIC [1/8 BSPP] G1/8) 2X AIRPORTS SUPPLIED
ses 13.000) (OPEN PORT) WITH PLFT-028 ADAPTER 11.4 1,450
C[.350 |- 483 4xm10x 13 bP UK 76.2 4 [450]
: [1.900] 25.4 [3.000] r2X22.5 [.875]
1.4 [1.000] 50.8
. 8X M8 X 12 DP N
f [.450] e 222 T e ] 11.4 [.448] r [2.000] i
1.875] |
L il il 1 - ocwrna ] 0o !
[1.625] f O - & 52.1 } @} [1.350]
! [2.053] 49.8
@g\ @ H g
T - 87.9 T Pl
Ve Wart
;Q ‘ o [3.461] A 38.10 +.03 >
~h \ [1.500 +.001]
L 38.1 [1.500] P \ !
I
|
—>| = 6.4[251] [
_»| 76.20[3.0000] CLOSED PORT ! OPEN J 414 11.1 HEX
(DOWELS) 45.72 +.03 PORT ™ [1.630] [.437 HEX]
2X @8 H7 x 6DP 2X 20.64 [.8125] [1.800 £.001]
(DOWELS) 4X @6.4 C'BORE X 8 DP 2XG1/8
@6 H7 X 15 DP (CLOSED PORTS)
Seal Repair Kits 250M
— PURGE-SCAVENGE PORT SUPPLIED
Buna-N Seal Repair Kit SLKT-190 WITH A FILTERED BREATHER VENT 1/8 NPT
Viton® Seal Repair Kit SLKT-190V (ADAPTER AVAILABLE FOR METRIC UNITS)
Manifold Seal Kit (Viton® only) SLKT-201V
Loading Information
N Ibs. GRIP FORCE PER FINGER
890200~ __ WARNING!
~—_0 DO NOT EXCEED
~ Q117 MAXIMUM EFFECTIVE
= 668 150 80 pgy ] FINGER LENGTHS
w — \'\[5'&‘;”]\\ -B Option Shown 4
9 \%‘1 ™~ p Mz<7=
3 445100 -% ~ I o [ T o {
o ——_40PSI[2 7 e o, =© o= ©)
& T (-]
& LT 09 o %5
Z 223 50 20 PSI [1.4 bar] ] o o L ‘ v
£ 1
‘ 1 t X
0o o ‘ 1
0 1 2 3 4 5 6 7 8in. - -
0 25 51 76 102 127 152 178203 mm - v —
EFFECTIVE FINGER LENGTH - L e
DPDS-250M Static Dynamic DPDS-250M-B Static Dynamic

Maximum Tensile T 5785 N [1300 lbs]
12015 N [2700 Ibs] |
153 Nm [1350 in-lbs] |
153 Nm [1350 in-lbs] |
153 Nm [1350 in-lbs] |

tCapacities are per set of jaws and are not simultaneous

979 N [220 Ibs]
979 N [220 lbs]
25 Nm [225 in-lbs]
25 Nm [225 in-lbs]
25 Nm [225 in-lbs]

Maximum Comepressive €
Maximum Moment Mx
Maximum Moment My
Maximum Moment Mx

Dimensions and technical information are subject to change without notice

Maximum Tensile T 4628 N [1040 lbs]
9612 N [2160 Ibs]

|
122 Nm [1080 in-lbs] |
|
I

783 N [176 lbs]
783 N [176 Ibs]
20 Nm [180 in-lbs]
20 Nm [180 in-lbs]
20 Nm [180 in-lbs]

Maximum Compressive €
Maximum Moment Mx
Maximum Moment My 122 Nm [1080 in-Ibs]
Maximum Moment Mx 122 Nm [1080 in-lbs]
tCapacities are per set of jaws and are not simultaneous
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DPG SERIES

2-Jaw General Industrial Grippers | Features and Benefits | How To Order

Features:
* Rugged general purpose modular gripper DPG-10M-4

* Multi-position sensing up to 4 locations DPG-10M-3

* Shielded gripper to repel metal chips
and particulates

DPG-10M-2

DPG-10M-1

* Spring assist option maintains grip
in case of air pressure loss

* Synchronous or non-synchronous
jaw operation

* Multiple air ports support manifold interface
using O-rings
* Two finger mounting surfaces on each jaw

Applications:

(USB key shown

* CNC Machining applications for scale)

e Chip and dry particulate harsh environments
* Non-synchronous jaw or fixed jaw clamp operations

How To Order

Size Jaw Action Description
1 LF Left Jaw Fixed
Base Model 2 RF Right Jaw Fixed
DPG-10M 3 NS Non-Synchronous Operation
4 “Blank” Synchronous

Seals Description

CO-C__H-CO-CO-CD-C )H"Blcnk" gone
//J T\ iton® High Temperature

Spring Description Porting  Description
“Blank” No Spring “Blank”  Front & Both Sides
o Spring Open T Top Manifold Ports

C Spring Closed
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DPG SERIES

2-Jaw General Industrial Grippers | How To Order, Technical Specifications

Sensor Accessories Model Numbers Part Number = Qty/Unit
Inductive Sensor Mounting Kit (Mounts 2 Sensors) All Models OSMK-097 1-2
NPN Inductive Sensor with Qk. Disconnect* All Models | OISN-019 | 1-4
PNP Inductive Sensor with Qk. Disconnect* All Models | OISP-019 | 1-4
NPN Magneto Resistive Sensor w/Qk. Disconnect* All Models | OHSN-017 | 1-4
PNP Magneto Resistive Sensor w/Qk. Disconnect* All Models | OHSP-017 | 1-4
NPN Magneto Resistive Sensor (90°) w/Qk. Disconnect’ All Models | OHSN-011 | 1-4
PNP Magneto Resistive Sensor (90°) w/Qk. Disconnect’ All Models | OHSP-011 | 1-4
Quick Disconnect Cable (2 meters long)* All Models | CABL-010 | 1-4
Quick Disconnect Cable (5 meters long)* All Models | CABL-013 | 1-4
Quick Disconnect Cable Extension Cord (1 meter long)* All Models | CABL-015 | 1-4
Quick Disconnect Cable Extension Cord (2 meters long)* All Models CABL-016 1-4

Pneumatic Accessories Model Numbers Part Number = Qty/Unit

Buna-N Seal Repair Kit All Models 