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82M AND TCC

Enclosed Pneumatic Power Clamps | Heavy-Duty, Tolerance Compensation | Product Overview

82M Series Enclosed Power Clamp

Shown with optional U-Arms
and Cylinders with Internal
Hold Open Device

“B” Front Mount available for
82M and TCC size 40mm

Same mounting pattern as size

50 and 63mm

80mm 63mm 50mm 40mm
Max Holding Torque Max Holding Torque Max Holding Torque Max Holding Torque
3000 Nm 1800 Nm 1300 Nm 380 Nm
Max Clamping Torque  Max Clamping Torque  Max Clamping Torque  Max Clamping Torque
850 Nm at 5bar 420 Nm at 5bar 270 Nm at 5bar 120 Nm at 5bar

NAAMS Lateral Mounting
available on 82M and TCC

in addition to narrow, wide
and NAAMS Clamp Arm Shafts

TCC Tolerance Compensating Power Clamp

Shown with optional U-Arms
and Cylinders with Internal
Hold Open Device

Tolerance
compensation
for variable part
thicknesses

J

e Tolerance compensation for variable

63mm 50mm 40mm sheet metal thicknesses within three
Max Holding Torque Max Holding Torque Max Holding Torque degrees of arm movement
295 Nm 175 Nm 85 Nm e Th . df hi .
Max Clamping Torque  Max Clamping Torque  Max Clamping Torque €re 1S no need for shimming
295 Nm at 5bar 175 Nm at 5bar 85 Nm at 5bar
@EST’:’CD PC-PPC | 23 Dimensions and technical information are subject to change without notice
- a JIIE) company



82M AND TCC

Enclosed Pneumatic Power Clamps | Heavy-Duty, Tolerance Compensation | Product Overview

Adjusting the Arm Opening Angle

Easily adjust arm opening angle with an M5 Allen wrench.

*  Move clamp arm to full open position.
* Using Allen wrench, release mechanism (leave Allen wrench in place).

*  Move clamp arm to desired opening.
* Tighten to 20 Nm.

Enclosed Power Clamp Hand Lever (82M-3E Models Only)

Standard Adjustable Hand Lever Weldable Hand Lever
4 N N
:"" t““ilkr‘ i W .‘-“_Jﬂw‘l:_'_..i&?s._ &
'.n-~"¢- e
Hand lever e Hand lever can be welded into a permanent
position can position.
be adjusted * Handle can be mounted on the left or right side
20° up or down
J
* Hand lever position is adjustable for improved ergonomics
* Handle can be mounted on the left or right side
Dimensions and technical information are subject to change without notice PC-PPC | 24 @ESTQCD
- a JIIZ) company



TCC-2

Enclosed Pneumatic Power Clamps | Heavy-Duty, Tolerance Compensation | Ordering Information

@XED C e ) (Co3) (Coo) Cea) (18 )

>

Mounting  Description Clamp Arm Shaft  Description Handle Description
E Standard Mounting 03 for U-Arms 00 No Hand lever
Common Front Mount for Size 40 only 23 for Lateral Arms
B .
(same mount pattern as size 50 & 63) See below for further details
N NAAMS Side Mounting for Size 63 only

Mounting

* Tolerance compensation
for variable sheet metal
thicknesses within three

Tolerance
degrees of arm movement

compensation
for variable part e There is no need
thicknesses for shimming

J

Clamp Arm Shaft
4 N\
g 03

Size  Shaft Length (L17)
40 9 mm [0.35in]
50 12 mm [0.47 in]
63 12 mm [0.47 in]

Size  Shaft Length (L17)

40 16 mm [0.63 in] Shown with U-Arm
50 21 mm [0.83 in] 8UM634-25-144
63 21 mm[0.83in] (order separately)
Size 63 Only
@ESTF’CD PC-PPC | 25 Dimensions and technical information are subject to change without notice
a JTIIE) company



\\ K8 PNP Sensor with M12x1 Cable Connector (8EA-158-4)

TCC-2

Enclosed Pneumatic Power Clamps | Heavy-Duty, Tolerance Compensation | Ordering Information

Sensor  Description
00 Without Sensing System
L8* PNP Sensor with In-line M12x1 Connector (8EA-146-4)
N8* NPN Sensor with In-line M12x1 Connector (8EA-154-4)
L9 PNP Sensor with 90° M12x1 Connector (8EA-147-4)
N9 NPN Sensor with 90° M12x1 Connector (8EA-155-4)

K9 NPN Sensor with M12x1 Cable Connector (8EA-167-4)
*Not available for use with 4V, 5V, 6V cylinder option.

Sensor Cables Order separately

Order No. Description

8EL-002-1 M12x1, Straight, 5-pin Connector with 5 m [16 ft] Cable
8EL-003-1 M12x1, Angular, 4-pin Connector with 5 m [16 ft] Cable

Cylinder (Standard
40 40 mm Cylinder (G1/8 Port)
50 50 mm Cylinder (G1/4 Port)
5N 50 mm Cylinder (1/4-18 NPT Port)
63 63 mm Cylinder (G1/4 Port)
6N 63 mm Cylinder (1/4-18 NPT Port)

Cylinder with Unlockable Return Valve
4C 40 mm Cylinder (G1/8 Port)
5C 50 mm Cylinder (G1/4 Port)
5D 50 mm Cylinder (1/4-18 NPT Port)
6C 63 mm Cylinder (G1/4 Port)
6D 63 mm Cylinder (1/4-18 NPT Port)

Cylinder with Internal Hold Open Device
4A 40 mm Cylinder (G1/8 Port)
5A 50 mm Cylinder (G1/4 Port)
5B 50 mm Cylinder (1/4-18 NPT Port)
6A 63 mm Cylinder (G1/4 Port)
6B 63 mm Cylinder (1/4-18 NPT Port)

Cylinder with Piston Rod Locking Device
4V 40 mm Cylinder (G1/8 Port)
5V 50 mm Cylinder (G1/4 Port)
6V 63 mm Cylinder (G1/4 Port)

Max Holding/ Max Holding/ Max Holding/
Clamping Torque Clamping Torque Clamping Torque
85 Nm [62.7 ft-Ib] 175 Nm [129 ft-1b] 295 Nm [217.6 ft-Ib]

at 5 bar [72 psi] at 5 bar [72 psi] at 5 bar [72 psi]

Dimensions and technical information are subject to change without notice PC-PPC | 26 @EST’:,CD
. a IO company



TCC-2

Enclosed Pneumatic Power Clamps | Heavy-Duty, Tolerance Compensation | Technical Specifications

Max. Clamping . Air Consumption per double
Holding Torque Torque at 5 bar Cylinder @ stroke at 5 bar

(Nm) (Nm) (mm) (liter)

Maximum Tooling Weight Maximum Clamping Force Air Consumption Control Flow
3.0 1200 3
)5 6 bar 1 0,5 sec
. = 1000 =25 Open I EEEEEE RN e
é 5 bar S-Z 0
= 2.0 - - S 800 Taber g7 2 k
R} opening / closing ° 3 bar R Signal opened  _ [05sec. |
= ’/ time 2 sec - 20 0
15 o 600 EE15
= £ 20 1
I3 ©
§ 1.0 £ 400 g_o ] Close .
5 o3 /
05 O 200 =8 05 !
’ opening / closing f < 4 Signal closed 5 |
time 1 sec
0 0 [
100 125 150 175 200 100 125 150 175 200 15° 30° 45° 60° 75° 90° 105°120°135°
Distance from pivot point Length of the clamping arm (mm) Opening angle (°) Internal Hold Open Device

to center of mass [mm)] 4A Cylinder Option

ATTENTION: Calculation tool available. Please consult factory.

Max. Clamping . Air Consumption per double
. {
Holding Torque Torque at 5 bar Cy(l;ci(:)r 2 stroke at 5 bar
(Nm) (Nm) (liter)
TCC-2E....50..
TCC-2E....5N..
2,8
TCC-2E....5A..
TCC-2E....5B.. 175 175 50 1,6
TCC-2E....5C..
3,0
TCC-2E....5D..
TCC-2E....5V.. 2,9
Maximum Tooling Weight Maximum Clamping Force Air Consumption Control Flow
10 2500 3
9 =6 bar 1 0,5 sec
8 Z 2000 Sbor | S 25 Open A= SE ) E——
= 7 8 == 4 bar c— , 1
= 6 opening / closing time 2 sec ‘.§ 1500 3 bar %% Signal opened 0 [T oS T T TTITITTT
£ 5 ) E£15
g 4 ‘g 1000 EQ Close T
2 3 € o-g 1 0
2 3 500 £ 1
. © <05 Signal closed r
opening / closing time 1 sec o 0
0 0
100 125 150 175 200 225 250 275 300 100 125 150 175 200 15° 30° 45° 60° 75° 90° 105°120°135°
Distance from pivot point Length of the clamping arm (mm) Opening angle (°) Internal Hold Open Device
to center of mass [mm] 5A/5B Cylinder Option
ATTENTION: Calculation tool available. Please consult factory.
DesTACO PC-PPC | 27 Dimensions and technical information are subject to change without notice
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TCGC-2

Enclosed Pneumatic Power Clamps | Heavy-Duty, Tolerance Compensation | Technical Specifications

TCC-2.....6B
TCC-2.....6C
TCC-2.....6D
TCC-2.....6V

Maximum Tooling Weight

opening / closing
/ time 2 sec

Weight [kg]

opening / closing /1
time 1 sec

100 125 150 175 200 225 250 275 300

Distance from pivot point
to center of mass [mm]

Center of Mass

I>

Al
-
=

<
v
P
-}

A\ L/

&

v

‘&

closed position

Dimensions and technical information are subject to change without notice

Max.
Holding Torque
(Nm)

295

4000

Clamping
Torque at 5 bar
(Nm)

Air Consumption per double
stroke at 5 bar
(liter)

Cylinder @
(mm)

Weight
(kg)

295 63 2,6

4,6

4,2

Maximum Clamping Force Air Consumption Control Flow

=6 bar ] 0,5
__ 3500 .5 sec
z =5 bar =25 Open o . ENENNNEEEEE
=~ 3000 oZ
[0} =4 bar c
2 co 2 . !
o 2500 3 bar =9 Signal opened [05sec. |
- Q0 0
o 2000 £E15
£ So” 1
2 1500 2L Close
o2 [
S 1000 °3
O =3 1
500 < 0,5 Signal closed [
0
0 0
100 125 150 175 200 15° 30° 45° 60° 75° 90° 105°120°135°

Length of the clamping arm (mm)

Opening angle (°) Internal Hold Open Device

6A/6B Cylinder Option
ATTENTION: Calculation tool available. Please consult factory.

A B Weight
I
Closed Open Closed Open 19
TCC-2E....40.. 23 55 69
TCC-2B....40.. 24 24 54 | 68 15
TCC-2E...4A.. 22 86
A TCC-2B....4A.. 23 23 72 85 1.6
- TCC-2E....4C.. 25 77 | 89
N b TCC-2B..4C.. 26 26 76 | 88 | 7
TCC-2E....4V.. 80
. $‘J P TCC-2B....4V.. 24 24 66 79 1.6
TCC-2E....50..
TCC-2E....5N.. ” 05 70 87 2,6
TCC-2E....5A.. 83 99 -
i TCC-2E....5B.. '
TCC-2E....5C..
i TCC.2E. 5D 27 27 96 110 3,0
‘ TCC-2E....5V.. 25 | 26 | 84 | 99 | 29
TCC-2.....63
opened position (135°) TCC-2.... 6N 89 105 37
..... 07 08
TCC-2.....6A 98 114 30
TCC-2.....6B '
TCC-2.....6C
Teca. . 6D 30 30 116 130 4,4
TCC-2.....6V 28 | 28 | 103 | 119 | 39
PC-PPC | 28 DESTRCO

a TIED company



82M-3

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Ordering Information

€ () (=23)

(CHo ) (50 )

(s H-C

=

Mounting
E

Mounting

Size 63 Only

@ESTQCCJ
a TIE) company

Description

Clamp Arm Shaft

Standard Mounting
Common Front Mount for Size 40 only
(same mount pattern as size 50 & 63)

NAAMS Side Mounting for Size 63 only

Size  Shaft Length (L17)
40 9 mm [0.35 in]
50 12 mm [0.47 in]
63 12 mm [0.47 in]
4 )
23/D0

23
Size
40
50
63
80

DO
Size
63

Shaft Length (L17)
16 mm [0.63 in]
21 mm [0.83 in]
21 mm [0.83 in]
32 mm [1.26 in]

Shaft Length (L17)
26 mm [1.02 in]

PC-PPC | 29

Clamp Arm Shaft  Description

03
23
DO

for U-Arms
for Lateral Arms
for Lateral Arms

(size 63 NAAMS only)

See below for further details

Hand Lever
00

HO

HS

Description
No Hand Lever

Standard Hand Lever
(not compatible with
cylinder options *A, *B)

Weldable Hand Lever
(not compatible with
cylinder options *A, *B)

Dimensions and technical information are subject to change without notice

Handle Description
00 No Hand lever
HO Hand Lever

HS Weldable

See below for further details

Shown with U-Arm
8UM504-25-144
(order separately)

) o— North America Only




% K8 PNP Sensor with M12x1 Cable Connector (8EA-158-4)

82M-3

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Ordering Information

Sensor  Description
00 Without Sensing System
L8 PNP Sensor with In-line M12x1 Connector (8EA-146-4)
N8 NPN Sensor with In-line M12x1 Connector (8EA-154-4)
L9 PNP Sensor with 90° M12x1 Connector (8EA-147-4)
N9 NPN Sensor with 90° M12x1 Connector (8EA-155-4)

K9 NPN Sensor with M12x1 Cable Connector (8EA-167-4)

Cylinder - Standard
40 40 mm Cylinder (G1/8 Port)
50 50 mm Cylinder (G1/4 Port)
5N 50 mm Cylinder (1/4-18 NPT Port)
63 63 mm Cylinder (G1/4 Port)
6N 63 mm Cylinder (1/4-18 NPT Port)
80 80 mm Cylinder (G1/4 Port)
8N 80 mm Cylinder (1/4-18 NPT Port)

Cylinder with Internal Hold Open Device
4A 40 mm Cylinder (G1/8 Port)
5A 50 mm Cylinder (G1/4 Port)
5B 50 mm Cylinder (1/4-18 NPT Port)
6A 63 mm Cylinder (G1/4 Port)
6B 63 mm Cylinder (1/4-18 NPT Port)
8A 80 mm Cylinder (G1/4 Port)
8B 80 mm Cylinder (1/4-18 NPT Port)

|

Max Holding Torque Max Holding Torque Max Holding Torque Max Holding Torque

380 Nm [280 ft-1b] 1300 Nm [959 ft-1b] 1800 Nm [1328 ft-Ib] 3000 Nm [2213 fi-lb]
Max Clamping Torque ~ Max Clamping Torque ~ Max Clamping Torque ~ Max Clamping Torque
120 Nm [89 ft-lb] 270 Nm [199 ft-1b] 420 Nm [310 ft-1b] 850 Nm [627 ft-Ib]
at 5 bar [72 psi] at 5 bar [72 psi] at 5 bar [72 psi] at 5 bar [72 psi]

Dimensions and technical information are subject to change without notice PC-PPC | 30 @ESTQCD
a JIIZ) company



Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Technical Specifications

Max. Clamping Cylinder @ Weight Air Consumption per double

stroke at 5 bar
(ko) (liter)

Holding Torque Torque at 5 bar
(Nm) (Nm) (mm)

82M-3E... 4...

380 120 40 1,5 0,9
82M-3B....4...
Maximum Tooling Weight Maximum Clamping Force Air Consumption Control Flow
3.0 1400 7
2.5 — 1200 5 bar L6 Open 1 0,5 sec
z == 4 bar 82 0
= 2.0 - . g 1000 3 bar g: 5 ;
R opening / closing ‘5 v Signal opened _ Jossec |
= ’/ time 2 sec <+ 800 20 4 o
15 o [
=g .£ 600 59 3 1
Q.0 o 20 Close AR
z " E 400 8952 0
o °3 ,
0.5 O =D )
opening / closing f 200 < 1 Signal closed . [_
time 1 sec
0 0 0
100 125 150 175 200 100 125 150 175 200 15° 30° 45° 60° 75° 90° 105°120°135°

Distance from pivot point Length of the clamping arm (mm) Opening angle (°) Internal Hold Open Device
to center of mass [mm)]

4A Cylinder Option

ATTENTION: Calculation tool available. Please consult factory.

Max. Clamping . Air Consumption per double
. Cylinder @
Holding Torque Torque at 5 bar stroke at 5 bar
(mm) .
(Nm) (Nm) (liter)
82M-3E....5... 1300 270 50 2,8 1,6
Maximum Tooling Weight Maximum Clamping Force Air Consumption Control Flow
10 3000 7
9 1 0,5 sec
5 by ;
8 5 2500 o 5= ¢ Open L LTI
< == 4 bar oZ 0
7 <5
B 8 2000 bor | 5 Senct onanag
- n 0 - i 3
= 6 opening / closing time 2 sec L E_% 4 ‘gnal opene 0 0.5 s
E 5 o 1500 €L
o £ 59 3 1
o o 1000 E‘% Close
2 £ 832 °
2 (o] = / 1
1 O s00 < °, Signal closed r
opening / closing time 1 sec 0
0 0 0
100 125 150 175 200 225 250 275 300 100 125 150 175 200 225 250 275 300 15° 30° 45° 60° 75° 90° 105°120°135°

Distance from pivot point Length of the clamping arm (mm) Opening angle (°)

Internal Hold Open Device
to center of mass [mm]

5A/5B Cylinder Option
ATTENTION: Calculation tool available. Please consult factory.

Max. Clamping

Cylinder @ Air Consumption per double
Holding Torque Torque at 5 bar 4 stroke at 5 bar
(mm) .
(Nm) (Nm) (liter)
82M-3E....6...
1800 420 63 3,8 2,6
82M-3N....6...
Maximum Tooling Weight Maximum Clamping Force Air Consumption Control Flow
14 4500 7
4000 1 05 s
12 =z 5 bar o= é Open NN SN Y AN
Z 3500 — 4 bar 8= 0
10 ° cE 5
i O 3000 3 bar 5o 1
= 8 o EX 4 Signal opened 0,5 sec.
- opening / closing ‘-;‘ 2500 g_ o o
%’ 6 / time 2 sec € 2000 5 kS 3 ;
s s 82 Close
2 £ 1500 83 2 / ——————
<] o>
= 1000 <} 1
O < T, Signal closed [
opening / closing /4 500 o
time 1 sec o 0
100 125 150 175 200 225 250 275 300 100 125 150 175 200 225 250 275 300 15° 30° 45° 60° 75° 90° 105° 120°135°

Distance from pivot point Length of the clamping arm (mm) Opening angle (°)

Internal Hold Open Device
to center of mass [mm]

6A/6B Cylinder Option
ATTENTION: Calculation tool available. Please consult factory.

Dimensions and technical information are subject to change without notice

DesTRQACO PC-PPC | 31
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82M-3

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Technical Specifications

Clamping

Torque at 5 bar

(Nm)

Air Consumption per double
stroke at 5 bar
(liter)

Cylinder @

(mm)

850

== 5 bar
== 4 bar
3 bar

Max.
Holding Torque
(Nm)
82M-3E....80..
82M-3E....8N..
3000
82M-3E....8A..
82M-3E....8B..
Maximum Tooling Weight Maximum Clamping Force
25 9000
8000
2 Z 7000
I 8 6000
=" ing / closi £ 5000
-— openin closin
Jc:n P ving sec ? E’ 4000
© 10 ¥ ‘a
2 £ 3000
]
5 G 2000
opening / closing 1000

time 1 sec
100 150 200 250 300 350 400

Distance from pivot point
to center of mass [mm]

[
100 150 200 250 300 350 400
Length of the clamping arm (mm)

Air consumption per
double stroke (NI)

0
15°

8,7
80 6,3
8,8
Air Consumption Control Flow
1 0,5 sec
Open [T
0
1
Signalopened  _ [05sec. |
0
1
Close
0
1
Signal closed [
0

30° 45° 60° 75° 90° 105° 120°135°
Opening angle (%) Internal Hold Open Device
8A/8B Cylinder Option

ATTENTION: Calculation tool available. Please consult factory.

Center of Mass

A A
\J W
- - /'?\d
& & «@ @ & o

closed position

opened position (135°)

Without Handle

A B
Model Weight

ode Closed Open Closed Open 9
82M-3E....40.. 23 69
82M-3B....40.. 24 24 54 | 68 15
82M-3E....4A.. 22 86
82M-3B....4A.. 23 z 2 85 1.6
82M-3E....50..
82M-3E....5N.. 24 25 70 87 28
82M-3E....5A.. 83 99 !
82M-3E....5B
82M-3.....63
82M-3.....6N 27 28 88 103 38
82M-3.....6A 98 114 39
82M-3.....6B !
82M-3E....80..
82M-3E....8N.. 36 37 98 123 87
82M-3E....8A..
82M-3E....8B 104 129 8,9

Dimensions and technical information are subject to change without notice

S
Laly,

closed position  opened position (135°)

82M-3.....63.

82M-3...6N..  2° | 30 | 80 | 102 | 3 | 42

82M-3E....80..

82M-3E..8N. o> | 38 | 93 | 122 | 2 9,2
PC-PPC | 32 DESTRCO

a TIED company



82M-3/TCC-2, 40MM

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions

82M-3E/TCC-2E....4. 97 Dimensions of the
driven shaft
19 85

' |
| .
| —— _ 3

© ‘ B b

L) © ™
| 3 g
\
1

82M-3.03/TCC-2.03..4... 54,5‘ 9

TCC-2 Series 82,5 82M-3.23/TCC-2.23..4... 66,5| 16

-3° tolerance

] compensation. _%ﬂ . ©
12=01 355002 for 26tz 'Y
[N 1
/
W/ﬁ///w 34,5
Pivot point /%
—=
=
2 = 22 = | — ¢ Iy . N
) 3l a s | & S 35 3 35
+ ) ’ o _ -0,
L‘Nlﬁ ~ - %&5’ 1 :21 © '3 :0,02(;rﬂ6H7 | §
| - 5 -7 ©
5o 10 i & s 35 )
JrSr’ [ — — - = 16 Ln—.é D- 10
- _ — A 31k
! 3w 4 - ~ o% : DE-STA-CO (€ i
38 2 — 71 1L 1 seAt4n4 10
+ e}
R 2 D —J - .
= © ' 3

1 I | T |
mm (INCH] 4\<ﬁ;/ T

THIRD ANGLE Power by compressed air, max. 6 bar operation with oil-free air is permissible.
PROJECTION The connector socket and the cable are not supplied with the unit.
Safe “holding/clamping” only under pressurization (for TCC models only).

S ]
"y, =
=
Per-| =L
1 \ L]
' s % - 3 €
- = - §\1w 3l b c
T o ‘ ‘ N
3 1y Lo o
L = —
| S ‘ .
o e e ——o ;
! "X“—> ‘Y» 0
@ I S P
View "X"
DESTARCO PC-PPC | 33 Dimensions and technical information are subject to change without notice
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82M-3/1CC-2, 40MM

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Cylinder Options Dimensions

82M-3/TCC-2.....40 - 82M-3/TCC-2.....4A
Standard Cylinder - Cylinder with Internal Hold Open Device
Securely holds clamp in the open position.
T N

n
— el
1 N
N
| Internal Open || [}
. Holding Device: I i |
0 . For manual o
- G1/8 unlocking this N G1/8
— . area has to be ,
. accessible. | X . . X
: : LT s e
65 34 : e
74,5 34
TCC-2.....4C : TCC-2....4V
Cylinder with Unlock-able Return Valve - Cylinder with Rod Locking Device
Pneumatically holds clamp arm in the - Uses friction to clamp rod at any point
closed position when air is released. : between open and closed positions.
T : I
[]
eG— + —EC Gr— 1 — 1
un
N
t t o~ . o
1] : 2
| | | . ~N
| : :
‘ ! ! : 1" To centerline
‘ Manual . of pivot point
S ‘ ‘ ‘ Unlocking 2 G1/8
il B H | .
Eﬁ | G1/8
| - ol
65 34

Dimensions and technical information are subject to change without notice PC-PPC | 34 @EST’:,CD
. a IO company



82M-3/TCGC-2, 50MM

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions

82M-3E/TCC-2E....5.

107 . .
Dimensions of the
26,5 95 driven shaft
I %
JI e E
N @) i
3 © i
82M-3E23/TCC-2E23..5... 90 | 21
111,5
80:0,1
1301
10=0,1 0
o
Y L
T TT
Pivot point Y ///%/2
e
=
3 — > 5%‘ \ 5 S W—
R N /S -
G| | 9 $ 5 = 30
L < — L — \ H o +0,1 | ——
o @ ~ e 21,5 o) 50,02 for @8H7 I =
By 3 8 g 3
= © @ -~ o | o
2 =) 5 12 = )T — t 315 .
3 ° H N~
-l 8 P e e 25| —13 %% @ N 9.5
= (O SF . o | & 1
o 12 ‘ g ~ =
5| o 0 - 1 = = 1Y -
g =5 50=0, < D N
720,02 for @10H7 | o
5 45z0,1
+0,02 for @8H7
TCC-2 Series
-3° folerance
compensation.
mm [INCH]
-t
AL * @]
® -o‘J THIRD ANGLE
— PROJECTION
T RE
IR
K
L C ;
u @
o8 @ @ v
35
o
- L/ Power by compressed air, max. 6 bar operation with oil-free air is permissible.
The connector socket and the cable are not supplied with the unit.

Safe “holding/clamping” only under pressurization (for TCC models only).

Dimensions and technical information are subject to change without notice

DesTACO PC-PPC | 35
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82M-3/TCC-2, 50MM

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Cylinder Options Dimension

82M-3E/TCC-2E....50/5N
Standard Cylinder

il
© "
o | &
o o
lll_’ ©°
I 2 ™
= ey
[T I N
0 ‘ ! ‘ |
: I ‘ I | ‘
T
L | ]
B 9k
72 44

50 G1/4
5N 1/4-18 NPT

Important! For optimal cushioning,
external pneumatic one-way flow
control valves should be used.

:

82M-3E/TCC-2E....5A/5B
Cylinder with Internal Hold Open Device

Securely holds clamp in the open position. i

)
325

14,2 i
To centerline
of pivot point

|

|
Internal Open ‘
Holding Device: |
For manual ‘
|

I

155

unlocking this
area has to be
accessible.

I

1+ _ 4§

78,5 44

Important! For optimal cushioning,
external pneumatic one-way flow
control valves should be used.

5A G1/4
5B 1/4-18 NPT

TCC-2E....5C/5D

Cylinder with Unlock-able Return Valve

Pneumatically holds clamp arm in the
closed position when air is released.

Manual

172

Unlocking

5C
5D

342

44

G1/4
1/4-18 NPT

Dimensions and technical information are subject to change without notice

TCC-2E....5V

Cylinder with Rod Locking Device

Uses friction to clamp rod at any point
between open and closed positions.

¢ G1/8 ; [U\" =
; + 5 Fa: &
j—'—r:ﬁ» + ‘
1] | | 88,8 |
! | — I "To centerline @Ll
I ! ! of pivot point ! ]\I
< ‘ ‘ ‘ ‘ ‘
=N [ [\c1z4
[ H
L] ||

44

Important! For optimal
cushioning,external pneumatic
one-way flow control valves

should be used.

PCPPC | 36 @ESTFICD
B a JIIZ) company



82M-3/TCC-2, 63MM

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions

82M-3/TCC-2.....6.
112,5 N
26,5 101,5
_ Dimensions of the
2 2 driven shaft
— | s
N A N 3| E
0 T & N < o
0
m
A
82M-3E03/TCC-2E03..6... 50 78 12
82M-3N03/TCC-2N03..6... 55
82M-3E23/TCC-2E23..6... 50 9% 21
82M-3N23/TCC-2N23..6... 55
82M-3NDO..6... 55 | 106 | 26
11,5
8001
70,5 (TCC Only) |
TCC-2 Seri
eries 13=01 ©
-3° tolerance ks
compensation. 10=01 - N
0‘
Pivot point [ iy / | 7
P N - _ [
=
W) = g 1 i
S L)) & I
A & F =4 ]
o @ = 9 N\ S 5| 30:0, AR °
™ r-— 135° a | & =002 for @EH7 - | —
©| ~ r =
N -~ 0
I —— = e
N $° % — | - = -
I S e 5 .[&
J— a L 5 -N- -B-
A I oot oo ~ly @ O 10
N ) 9 o
% = 12 N — ' .Z(: —
| ~
5 | - g
! S
_1L P
mm [INCH]
THIRD ANGLE
PROJECTION Power by compressed air, max. 6 bar operation with oil-free air is permissible.
The connector socket and the cable are not supplied with the unit.
Safe “holding/clamping” only under pressurization (for TCC models only).
DesTACO PC-PPC | 37 Dimensions and technical information are subject to change without notice

a JIIE) company




82M-3/TCC-2, 63MM

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Cylinder Options Dimension

82M-3/TCC-2.....63/6N
Standard Cylinder

351

|

164

100 52

Important! For optimal cushioning,
external pneumatic one-way flow
control valves should be used.

63 G1/4
6N 1/4-18 NPT

TCC-2.....6C/6D

Cylinder with Unlock-able Return Valve

Pneumatically holds clamp arm in the
closed position when air is released.

370

Unlocking

183

|
|
I
|
‘ Manual
I
I
I

6D  1/4-18 NPT

Dimensions and technical information are subject to change without notice

:

82M-3/TCC-2.....6A/6B
Cylinder with Internal Hold Open Device -

Securely holds clamp in the open position.

350

|

|
Internal Open ‘
Holding Device: |
For manual ‘
unlocking this |
area has to be ‘
accessible. i
I

163

>

|
|
|
|
|
|
100 52

Important! For optimal cushioning,
external pneumatic one-way flow
control valves should be used.

6A G1/4
6B 1/4-18 NPT

TCC-2.....6V

Cylinder with Rod Locking Device

Uses friction to clamp rod at any point
between open and closed positions.

[
378,5

93,3

|
T To centerline |
of pivot point

191,5

100
| Important! For optimal
cushioning,external pneumatic
one-way flow control valves
should be used.
PC-PPC | 38 @ESTFICD
B a JIIZ) company



82M-3, 80MM

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions

82M-3E....8.

140
35 128
Plan view
- Dimensions of
the driven shaft
T 1 T I
A —
J b °
R © — R 3
I
[
Y
l
153
21 113=0,
+0,1 [+ ] <—>76
15:00 |
I ;
g
4
Pivot point //
N
St | |
a 3 g S \\ 3 | |
vl #| 0 5 v S 15
o — [N} i
o 13° 2 w
! ~ g @ 7]
= D G — 1
0 - 15 700, 50:01 | ]
2 $; o 002 for G137 i s =0,02for @7 | | PN N
8 3 2.5 35 s
S | 1 7/\ I ﬂé I:
B B Y ‘a 2, 3,5 15
=) 15 @,7 _ o . - N
o < (o
z s 1 A-CO Ct
Q 5 A ' — ]
‘ | © o
| | ®
mm [INCH]
THIRD ANGLE
PROJECTION
Power by compressed air, max. 6 bar operation with oil-free air is permissible.
The connector socket and the cable are not supplied with the unit.
@EST’:’CD PC-PPC | 39 Dimensions and technical information are subject to change without notice
a JTIIE) company



82M-3E....80/8N
Standard Cylinder

430

185

134
80 G1/4

8N 1/4-18 NPT

N —

Important! For optimal cushioning, :

external pneumatic one-way flow
control valves should be used.

82M-3E....8A/8B

82M-3, 80MM

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Cylinder Options Dimension

Cylinder with Internal Hold Open Device

Securely holds clamp in the open position.

4,7

Internal Open
Holding Device:
For manual
unlocking this
area has to be
accessible.

437

192

32

8A
8B

1/4-18 NPT

T —

Important! For optimal cushioning,

external pneumatic one-way flow
control valves should be used.

Dimensions and technical information are subject to change without notice

PC-PPC | 40

@ESTQCD
. a JIIZ) company



82M-3 AGCESSORIES

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions and Technical Specifications

Hand Lever

82M-3E**H040**

( )
|
|
|
. J
( )
. J

Model No.

82M-3...H040..
82M-3...HO5...
82M-3...H06..
82M-3...HO8..

DesTRQACO
. a JTIIE) company

27
52
52
56

+10°

iy

1°”

B28

PC-PPC | M1

L20

| 20 | 70 | 218
| 20 | 70,5 | 218
| 24 | 82 | 268

Pneumatic circuit required for
manual and pneumatic actuation.

open

| E—

Hand lever can be
mounted in 3 positions

~R1 30°

160 | o | 31° | 41°
| -1° ] 30° | 39° |
| oo | 30° | 39° |
| <10 | 28° | 37° |

closed

Hand lever left

Hand lever right

Hand lever
position is
adjustble to
+20 degrees
for improved

\ergonomics.

/ —
|
| |
1h
i

o ol 1
o | © g
%I ille | of
| | I T
S ol e emu:ﬂj
1L S
&
+
|
B28
B21
ff"’\fu b ] )
|
w{l

Swivel Angle a2

45°
49°
46° |
47° |
45° |

60°
58°
53°
56°
53°

75°  90°
69° | 8e°

| 61 |

| 66 |

| 63 |

(with reference to opening angle of clamp arm)
105°
113°
70° | 81° | 92° | 103°
79° | 94° | 108°| 119°
75° | 92° | 107°| 117°

120°

134° | 144°

Dimensions and technical information are subject to change without notice



82M-3 ACGESSORIES

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions and Technical Specifications

Locking Device for Hand Lever

Situation of installation: Situation of installation: I ~a2 ——
handlever left-hand side handlever right-hand side —v\* — S~
locking device right-hand side locking device left-hand side B

Adjustment of locking
device at opening
angle 135°

Limited Setting Options
Height of the clamping arm: L5 max.
90° version 180° version
45 | 75 | 00 | 15 | 25 | 45

827B-162-1 82M-3...
827B-084-1 82M-3...HO5...
827B-039-1 82M-3...HO06...

38,5|10,5| 81
| 70 | 30 | 36 | 55 |11,5| 107|218 |32,5] 6 |120°
|70,5] 30 | 36 | 55 |11,5]107|21032,5] 6 |110°

—=— < Anti-Ramming Device
s B3
. nﬁ " &
. = \ .
2 : ':._'_-- Pivot point 1y
"? (=N« ) =
-l Ner
i o | & o %
He | o © 3
; o | © % -
Anti-ramming device _—
d is only available for |
standard cylinder o
" with 82M-3...00..00 C “
¢ J  and 82M-3...00..L8
For Model
8AB-151-1 82M-3...40.. | 53 | 66,5|89,5] 65,5 [210,5
8AB-152-1 82M-3...5.. | 51 | 73 | 100 | 92,5 | 271
8AB-153-1  82M-3....6... | 57 | 79 | 120 |104,5] 296
8AB-154-1  82M-3...8.. | 79 |1055| 148 |142,5| 360

Order No. Description

8EL-002-1 M12x1, Straight, 5-pin Connector with 5m Cable
8EL-003-1 M12x1, Angular, 4-pin Connector with 5m Cable

8EL-002-1 8EL-003-1

Dimensions and technical information are subject to change without notice PC-PPC | 42 DESTACO
g a JIIZ) company



U-ARMS GENTER (ALUMINUM)

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions and Technical Specifications

For Size 40mm

20:0,02

Area of interference
Hold-down piece

it must not protrude
& in the interior area "R70"
~ 4o due to the area of
90° . {4 interference
version A
R \ i
g Z . Opening<]
ool lﬁ.‘§
88 |
9
)
S ° =%
[ @ Pivot point

Max. Opening

Max. Opening  Weight

8UM404-00-117
8UM404-15-117
8UM404-25-117
8UM404-45-107

For Size 50mm

90° Version
8UM404-00-117

8UM404-15-117 135°
8UM404-25-117
8UM404-45-107 130°
64,5
30102
QO"‘D e_o ‘S04 T
S > 091 ®
~<
[T
(9) 90,5
300,02 105101

28 10,1

90° version

DesTRQACO
. a JTIIE) company

SW19789%

Arm Max. Opening

180° Version (kg) B2
105° 0,23
120° | 0,24 | 117
0,25
135°

Area of interference
Hold-down piece
must not protrude

due to the area of
interference.

Opening<j

& Pivot point

Max. Opening  Weight

in the interior area "R75"

15
25

024 [107 | 80 | 72 | 45

8UM504-15-144
8UM504-25-144
8UM504-45-144

Model No.
8UM504-15-144
8UM504-25-144
8UM504-45-144

90° Version

135°

PC-PPC | 43

180° Version (kg)
105° 0,44 | 15
120° | 045 | 25
135° | 0,48 | 45

Dimensions and technical information are subject to change without notice



U-ARMS CENTER (ALUMINUM)

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions and Technical Specifications

90° - B4 _ For Size 63mm
) —— 3010,
Gss\E, o H
. -
ol | SRS :
2N un
‘f. = L L1
TER 9) B26
O . ), 30 =002 B11
180° Dimensions are only for
( : ‘

8UM631-75-204

Area of interference
Hold-down piece

must not protrude in
the interior area "R80"

90° version

W =l i due to the area of
LT ; 3 [ interference.
\ 2 a/ |
8UM634-15-144 = pening <]

8UM634-25-144
8UM634-45-144
8UM631-75-204*

@ Pivot point

SW22 *3839

Arm Max. Opening  Max. Opening  Weight

Model No. 90° Version 180° Version (kg) B2 B4 , §
8UM634-15-144 105° 0,50 15
8UM634-25-144 135° 120° | 0,53 144 | 64,5 105 |90,5| 28 25
8UM634-45-144 135° | 0,56 45

8UM631-75-204*

* only steel version available.

90° For Size 80mm
——————— 3010, jj
Qdﬁ)eb —_—
o 9 \Tjj
S
= ) 30:0,02 B11 .

1,7 | 204 | 82 | 165|107 | 30 | 75

+0,2
0

- pra—
25412
: &
|
76,1

Area of interference
Hold-down piece

must not protrude

in the interior area "R108"
due to the area of
interference.

35101

3,5

v
s

90° version | + 4 [T y
.:-'l.‘ . o - 1\1&1\
. A 9 m{
8JG-169-2-01
8UM801-45-204

Arm Max. Opening  Max. Opening  Weight
Model No. 90° Version 180° Version (%))

8JG-169-2-01 3,5

135°
8UMB801-45-204* 135° | 41 | 204|165 |154]| 45
*only steel version available.
** Tolerance measured 80mm from pivot point.
Dimensions and technical information are subject to change without notice PC-PPC | 44 DEeEsSTACO

a TIED company



U-ARMS OFFSET (ALUMINUM)

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions and Technical Specifications

For Size 40mm 90° Left 90° Right

B26 ( ) ( )

U-clamp arm, right

oo e
Do 20) o ‘
- - O &
OL Q> N b
o ™
N 0. \\ ™. ()

o (7) L
20:0,02 B11 .
' . 180° Right* 180° Left*
U-clamp arm, left LL_J Area of interference - N - <

Hold-down piece

must not protrude

in the interior area "R70"
due to the area of
interference

3 R N )
N - - ..'i-'v
N Q@ ; ] 'r‘. e
° . M'/H \q(ﬁ \/ % . el ) \ sHpe )
70T version| |4 e °\\7 Oveni 8UL404-00-117  8UR404-00-117
2 Zw pening<] 8UL404-15-117  8UR404-15-117
Y Y 8UL404-25-117 8UR404-25-117
=S 8UL404-45-107 8UR404-45-107
O
< @ *90° left/180° right uses same clamp arm.
?, @ Pivot point 90° right/180° left uses same clamp arm.
Arm Max. Opening  Max. Opening  Weight
Model No. 90° Version 180° Version (kg)
8U(+)404-00-117 105° 0,23 0
8U(+)404-15-117 135° 120° | 024 | 117 ]| 90 | 82 | 15
8U(+)404-25-117 135° 0,25 25
8U(-)404-45-107 130° 025 | 107 | 80 | 72 | 45
For Size 50mm 90,5 90° Left 90° Right
U-clamp arm, right E{g P - ( ) ( )
o]
@o_&) 30:02 N.‘:
S Co| |
< /) ~
“ B0 Hay
S (9) \
30:0,02 105301

Area of interference
Hold-down piece -
must not protrude |
in the interior area "R75"
due to the area o
interference

U-clamp arm, left 64,5

1/

o D i = _
90°version % ; ; | ) < > \//, ' L so e L Sy,
] \ & | Opening<) 8UL504-15-144 8UR504-15-144
| L) i 8UL504-25-144 8UR504-25-144
88 N o 8UL504-45-144 8UR504-45-144
%? - D *90° left/180° right uses same clamp arm.
; Q & @ Pivot point 90° right/180° left uses same clamp arm.
7
Arm Max. Opening  Max. Opening  Weight
Model No. 90° Version 180° Version (kg)
8U(+)504-15-144 105° 0,45 15
8U(+)504-25-144 135° 120° | 046 | 25
8U(+)504-45-144 135° | 0,49 | 45
DesTACO PC-PPC | 45 Dimensions and technical information are subject to change without notice

a JIIE) company



U-ARMS OFFSET (ALUMINUM)

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions and Technical Specifications

90° Left 90° Right B26 For Size 63mm
4 N\ 4 N\
U-clamp arm, ;T@lni%—rn
right . 8
E - ® :
'EL Dsio 30tlj 3 "-‘
|~ ® o EER
L W™
8 g he g o)
180° Left* 30:002 B11 Dimensions are only for

~
J

U-clamp arm, B4 8U(.)631-75-204
left =

Area of interference
Hold-down piece must not protrude
in the interior area "R80" due to the
area of interference

. B
sl ® .

\ i A \ . & s _J 90° < }
8UL634-15-144 8UR634-15-144  version — ‘ /’ )
8UL634-25-144 8UR634-25-144 ] \ Opening<]
8UL634-45-144 8UR634-45-144
8UL631-75-204** 8UR631-75-204**

*90° left/180° right uses same clamp arm. ' ) . .
90° right/180° left uses same clamp arm. @ Pivot point

Arm Max. Opening  Max. Opening
Model No. 90° Version 180° Version

8U(+)634-15-144 105° 0,52 15
8U()634-25-144 135° 120° | 0,54 144 | 64,5] 105 | 90,5| 28 25
8U(¢)634-45-144 1350 0,58 45
8U(+)631-75-204** 1,9 | 204 | 82 | 165|119 30 | 75
** only steel version available.
90° Left 90° Right For Size 80mm
4 N\ 4 N\
U-Clamp arm, right
30102 200
30z0,02 1
@6’*7®9
k D \é
ds @
( 23 -65
: U-Clamp arm, left

Area of interference
Hold-down piece

must not protrude

in the interior area "R108"

due to the area of interference.

3501

\. i “ =/ \. fa 90° Opening<]
8JG-170-2-01 8JG-171-2-01 version

*90° left/180° right uses same clamp arm.
90° right/180° left uses same clamp arm.

20=+02
Sw2s8

@ @ @ Pivot point

Max. Opening  Max. Opening  Weight

90° Version 180° Version ()]
8JG-17(-)-2-01** 135° 105° 3,5

**only steel version available.

Dimensions and technical information are subject to change without notice PC-PPC | 46 @EST’:,CD

a T company



LATERAL (SIDE) ARMS

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions and Technical Specifications

For Size 40mm 90° Left 90° Right
Clamp arm on the right ( )
[f EN N N |
A A i | N ]
eo‘/y 9) 20*92 ©
°f Yoo F—1 I
n
(7) g{ .
20 +0,02 90i0,'|
Clamp arm on the left
r
Area of interference i
15 hold-down pieces Il
e which must be fixed .
L o /\ on the clamp arm i,
o . 17 - ) AN X J must not exceed 3
90° version 7 e N\ the width "16" of gk
= rrtrh— == S mecla_mm_armin . Ll J .
g / w 1 e swivelling range
] LA \V* "R70" on the inner 85401-15-117
mrTT side of the clamp arm.
_ N\ _ . .
I 45 \ ! Opening <]
: 2 M Ae
< v
a9 o ¢
@ Pivot point
Arm Max. Opening  Max. Opening
Model No. 90° Version 180° Version
85S401-15-117 135° 120° 0,5
Models with 2 lateral clamp arms requires 2 clamp arm sets.
For Size 50mm
o oD
Clamp arm on the right - 90 Leﬂ N 90 nght
N N R
R B
I
30=02 | 6
5., N \U
gI > B o O - '
J o
©) 300 10501 —
Clamp arm on the left \
. 4
Area of interference
hold-down pieces
144 which must be fixed
74 \ on the clamp arm
Gy must not exceed .
O the width "20" of I
_ the clamp arm in k-
H T T the swivelling range iy,
Sf [T "R75" on the inner
o RN side of the clamp arm. o
" T \_ ogeey J .
[ S Opening <] 8JG-070-1-01
90° version %: 8S501-25-144
z
e & Pivot point
Arm Max. Opening  Max. Opening  Weight
Model No. 90° Version 180° Version (kg)
8JG-070-1-01 0,9 15
135° 135°
85501-25-144 1,0 | 25
Models with 2 lateral clamp arms requires 2 clamp arm sets.
DesTACO PC-PPC | 47 Dimensions and technical information are subject to change without notice

a JIIE) company



LATERAL (SIDE) ARMS

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions and Technical Specifications

o op: .
- 90 Leﬂ‘ N 90 ngh* Clamp arm on the right For Slze 63 mm
e — ol b
s |
o
S, \ 30:02 — | © °
] fodoo—-—- —-| .
. 9
30%0,02 B11
Clamp arm on the left
( (
Area of interference
hold-down pieces
which must be fixed
on the clamp arm
must not exceed
B4 the width "20" of
the clamp arm in
. . RN the swivelling range
(hEREnE "R80" on the inner
8JG-080-1-01 3 }H H i }H } side of the clamp arm
85631-25-144 q T
85631-45-144 Opening<):
85631-75-204 90° version 2]
ﬁ @& Pivot point
2
wv

Arm Max. Opening  Max. Opening
Model No. 90° Version 180° Version ,
8JG-080-1-01 0,9 15
85631-25-144 135° 1350 1,0 144 74 105 28 25
8S631-45-144 1,1 45
85631-75-204 15 | 204| 78 | 165] 30 | 75

Models with 2 lateral clamp arms requires 2 clamp arm sets.

. H
90° Left 90° nghf owe = HjimE For Size 80mm
4 ) ‘
o, %20 —
2 ob oo ]
) T
30*%% B11
L
Area of interference
hold-down pieces
( which must be fixed
on the clamp arm
N must not exceed
. < the width "L10" of
90° version w© the clamp arm in
Ll the swivelling range
0 "R108" on the inner
- side of the clamp arm
2 Opening <J
L 3 L 2
s ¢
8JG-1179-1-01
85801-45-204 @ Pivot point
Arm Max. Opening  Max. Opening Weight
Model No. 90° Version 180° Version (kg)
8JG-1179-1-01 1 74 - 140 20 30 - 35
79 135° 135° 2,1 79
85801-45-204 204 | 78 | 9 |165]| 45 | 25 | 35| 33
Models with 2 lateral clamp arms requires 2 clamp arm sets.
Dimensions and technical information are subject to change without notice PC-PPC | 48 @ESTQCD
a JIIZ) company



LATERAL (SIDE) ARMS, NAAMS-STYLE

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions and Technical Specifications

For Size 50mm

50 OFFSET SERIES  XKK-XXXX-X
/
/ |
/7 T 25 OFFSETSERIES | XRG00KK] 4
/, | &
4 / | g 3
R 20.00 - - - - - - -~ I °
/ L~ o
‘ ( 0 OFFSET SERIES XXX-XXXX-X i
[ I
| / 5 N
(9] [$,]
=) o
—_ o o
[$,]
8
S
S 3
o o
o o |
S I
_ — - ~ )
o o ® W = N » c
o S & S & o o S I 4 )
o O © © ©o © o o v 3 o
AR N AR
"Ir \—: N A A h / i
4 la WA "G
1P | @
L -1 | ! | | B
© - -
8 8§ B
° 8 8
9mm Thru Hole (6.00 H7 Dowel)
90mm [3.54"] Arm Length 120mm [4.72"] Arm Length 150mm [5.90”] Arm Length

Series Model
50 Offset
25 Offset

0 Offset

Arm Style

Series Arm Style
A - 3256 B8JG-3256-1 50 Offset A ¢ 3257 B8JG-3257-1 50 Offset A ¢ 3258 B8JG-3258-1
A 3246 B8JG-3246-1 25 Offset A ¢ 3247 B81G-3247-1 25 Offset A - 3248 B8JG-3248-1
A - 3236 B8JG-3236-1 0 Offset A ¢ 3237 B8JG-3237-1 0 Offset A - 3238 B8JG-3238-1

Series Arm Style Model

11mm Thru Hole (8.00 F7 Dowel)
90mm [3.54"] Arm Length 120mm [4.72"] Arm Length 150mm [5.90”] Arm Length

Series Arm Style Series Arm Style Series Arm Style
50 Offset A 1226 B8JG-1226-1 50 Offset A 1227 B81G-1227-1 50 Offset A 1228 B8JG-1228-1
25 Offset A 1216 B8JG-1216-1 25 Offset A-1217 B8JG-1217-1 25 Offset A-°1218 B8JG-1218-1
0 Offset A+ 1206 B8JG-1206-1 0 Offset A 1207 B8JG-1207-1 0 Offset A ° 1208 B8JG-1208-1

A Common in North America (*) STANDARD ARM OFFERING

Maximum Opening Angle (shown in locked position)

1206-1208/3236-3238 135° 135° 100° 100° N/A N/A

1216-1218/3246-3248 135° N/A 50° 125° N/A 30°

1226-1228/3256-3258 125° N/A 35° 135° N/A 50°
DEeEeESTACO PC-PPC | 49 Dimensions and technical information are subject to change without notice

a JIIE) company



LATERAL (SIDE) ARMS, NAAMS-STYLE

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions and Technical Specifications

For Size 63mm with 23 Clamp Arm Shaft Option

~ - - R - |
, 120 OFFSET SERIES XXX-XXXX-X
/ |
] -}— -— -— -— -— ==
! / I 70 OFFSET SERIES XRX-XXXX-X .
(S
// __ __ __ __ | —_ 8%
/ _ 8% o=
R R R R ow oN
S, o~
25 OFFSET SERIES xxx.xxxx.x—| - 82
o
__ __ __ __ 83
0 OFFSET SERIES XXX-XXXX-X J
‘ p—y
L o= & &
» 8 8 8 8
87 S 8 3w
8e 2323
)
e
8 o
o o
o =
I N N NN NN r=) o
G S 0o 0SS G o U S oS U S e T G
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135mm [5.31”] Arm Length 165mm [6.50"] Arm Length 195mm [7.68"] Arm Length

Model

Arm Style Model Arm Style Arm Style

120 Offset A 1543 B8JG-1543-1 120 Offset A 1544 B8JG-1544-1 120 Offset A 1545 B8JG-1545-1
70 Offset A 1531 B8JG-1531-1 70 Offset A 1532 B8JG-1532-1 70 Offset A 1533 B8JG-1533-1
25 Offset A 1519 B8JG-1519-1 25 Offset A 1520 B8JG-1520-1 25 Offset A 1521 B8JG-1521-1

0 Offset A 1507 B8JG-1507-1 0 Offset A 1508 B8JG-1508-1 0 Offset A 1509 B8JG-1509-1

285mm [11.22"] Arm Length

225mm [8.86"] Arm Length

255mm [10.04"] Arm Length

Series Arm Style Model Series Arm Style Model Series Arm Style Model
120 Offset A 1546 B8JG-1546-1 120 Offset A 1547 B8JG-1547-1 120 Offset A 1548 B8JG-1548-1
70 Offset A 1534 B8JG-1534-1 70 Offset A 1535 B8JG-1535-1 70 Offset A 1536 B8JG-1536-1
25 Offset A 1522 B8JG-1522-1 25 Offset A 1523 B8JG-1523-1 25 Offset A 1524 B8JG-1524-1
0 Offset A 1510 B8JG-1510-1 0 Offset A1511 B8JG-1511-1 0 Offset A1512 B8JG-1512-1

A Common in North America

Maximum Opening Angle (shown in locked position)

1510-1512/1507-1509 135° 135° 100° 100° N/A N/A
1522-1524/1519-1521 135° N/A 50° 130° N/A 40°
1534-1536/1531-1533 115° N/A 25° 135° N/A 75°
1546-1548/1543-1545 110° N/A 20° 135° N/A 85°
Dimensions and technical information are subject to change without notice PC-PPC | 50 DEeEsSTACO
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LATERAL (SIDE) ARMS, NAAMS-STYLE

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions and Technical Specifications

For Size 63mm with DO Clamp Arm Shaft Option

, 120 OFFSET SERIES XXX-XXXX-X
' |
[ s
! _/________________
!/ ! 70 OFFSET SERIES XXX-XXXX-X L
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135mm [5.31"] Arm Length 165mm [6.50"] Arm Length 195mm [7.68"] Arm Length

Series Arm Style Model Series Arm Style Model Series Arm Style Model

120 Offset | A+ 1043 B8JG-1043-1 120 Offset | A ©®1044 B8JG-1044-1 120 Offset | A ®1045 B8JG-1045-1
70 Offset | A+ 1031 B8JG-1031-1 70 Offset | A * 1032 B8JG-1032-1 70 Offset | A« 1033 B8JG-1033-1
25 Offset | A+ 1019 B8JG-1019-1 25 Offset | A+ 1020 B8JG-1020-1 25 Offset | A ®1021 B8JG-1021-1

0 Offset | A 1007 B8JG-1007-1 0 Offset | A+ 1008 B8JG-1008-1 0 Offset | A 1009 B8JG-1009-1
225mm [8.86"] Arm Length 255mm [10.04"] Arm Length 285mm [11.22"] Arm Length
Series Arm Style Model Series Arm Style Model Series Arm Style Model

120 Offset | A ©®1046 B8JG-1046-1 120 Offset | A ©®1047 B8JG-1047-1 120 Offset | A ©®1048 B8JG-1048-1
70 Offset | A <1034 B8JG-1034-1 70 Offset | A *1035 B8JG-1035-1 70 Offset | A ®1036 B8JG-1036-1
25 Offset A ®1022 B8JG-1022-1 25 Offset A ®1023 B8JG-1023-1 25 Offset A ®1024 B8JG-1024-1

0 Offset A ®1010 B8JG-1010-1 0 Offset A ®1011 B8JG-1011-1 0 Offset A ®1012 B8JG-1012-1
A Common in North America (*) STANDARD ARM OFFERING ( NON-STANDARD ARM OFFERING (extended leadtimes apply)

Maximum Opening Angle (shown in locked position)

1010-1012/1007-1009 135° 135° 100° 100° N/A N/A
1022-1024/1019-1021 135° N/A 50° 130° N/A 40°
1034-1036/1031-1033 115° N/A 25° 135° N/A 75°
1046-1048/1043-1045 110° N/A 20° 135° N/A 85°
DesTACO PC-PPC | 51 Dimensions and technical information are subject to change without notice
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LATERAL (SIDE) ARMS, NAAMS-STYLE

Enclosed Pneumatic Power Clamps | Heavy-Duty Modular | Dimensions and Technical Specifications

For Size 80mm
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155mm [4.53"] Arm Length 185mm [7.28"] Arm Length 215mm [8.46"] Arm Length
Arm Style Arm Style Arm Style
120 Offset | A®1170 B8JG-1170-1 120 Offset | A®1171 B8JG-1171-1 120 Offset | A®1172 B8JG-1172-1
70 Offset A ° 1150 B8JG-1150-1 70 Offset A ®1151 B8JG-1151-1 70 Offset A ®1152 B8JG-1152-1
25 Offset | A ®1130 B8JG-1130-1 25 Offset | A ®1131 B8JG-1131-1 25 Offset | A ®1132 B8JG-1132-1
0 Offset | A®1110 B8JG-1110-1 0 Offset | A®1111 B8JG-1111-1 0 Offset | A * 1112 B8JG-1112-1
245mm [9.65"] Arm Length 275mm [10.83"] Arm Length 305mm [12.00"] Arm Length

Series Arm Style Model Series Arm Style Model Series Arm Style Model

120 Offset | A ®1173 B8JG-1173-1 120 Offset | A®1174 B8JG-1174-1 120 Offset | A®1175 B8JG-1175-1

70 Offset | A ®1153 B8JG-1153-1 70 Offset | A®1154  B8IG-1154-1 70 Offset | A+ 1155 B8JG-1155-1
25 Offset | A®1133  B8JG-1133-1 25 Offset | A *+ 1134  B8JG-1134-1 25 Offset | A®1135  B8JG-1135-1
00Offset | A®1113  B8IG-1113-1 00Offset | A®1114  B8IG-1114-1 00Offset | A®1115  B8IG-1115-1
335mm [13.19"] Arm Length 365mm [14.37"] Arm Length 395mm [15.55"] Arm Length

Series Arm Style Model Series Arm Style Model Series Arm Style Model
120 Offset A®1176 B8JG-1176-1 120 Offset AD1177 B8JG-1177-1 120 Offset AD1178 B8JG-1178-1
70 Offset | A®1156 B8JG-1156-1 70 Offset | A®1157  B8IJG-1157-1 70 Offset | A 1158  B8JG-1158-1
25 Offset | A ®1136 B8JG-1136-1 25 Offset | A®1137  B8JG-1137-1 25 Offset | A ®1138 B8JG-1138-1
0 Offset A®1116 B8JG-1116-1 0 Offset A®1117 B8JG-1117-1 0 Offset A 1118 B8JG-1118-1
A Common in North America () STANDARD ARM OFFERING (® NON-STANDARD ARM OFFERING (extended leadtimes apply)

Maximum Opening Angle (shown in locked position)

1110-1118 135° 135° 100° 100° N/A N/A

1130 - 1138 135° N/A 60° 120° N/A 30°

1150 - 1158 125° N/A 35° 135° N/A 55°

1170 - 1178 115° N/A 25° 135° N/A 80°
Dimensions and technical information are subject to change without notice PC-PPC | 52 DEeEsSTACO
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02H-3

Enclosed Modular Manual Power Clamps | Heavy-Duty | Ordering Information

@E@ED (e ) (23) (Ho) (50) (8 )

/s

Mounting  Description Clamp Arm Shaft  Description Handle Description
E Standard 03 for U-Arms HO Hand lever
N NAAMS (Size 63 only) 23 for Lateral Arms HS Hand Lever (Weldable)
DO for Lateral Arms
(size 63 only)

See below for further details

Hand Lever

o an )

Shown with U-Arm
(order separately)

Clamp Arm Shaft

Size Shaft Length (L17) 23
50 12 mm [0.47 in]
63 12 mm [0.47 in]

Size Shaft Length (L17)
50 21 mm[0.83in]
63 21 mm [0.83in]

Size Shaft Length (L17)
DO 26 mm [1.02 in]

@EST’:’CD PC-PPC | 53 Dimensions and technical information are subject to change without notice
a TIE) company



Sensor
00
L8
N8
L9

]

K9

02H-3

Enclosed Modular Manual Power Clamps | Heavy-Duty | Ordering Information

Description

Without Sensing System

PNP Sensor with In-line M12x1 Connector (8EA-146-4)
NPN Sensor with In-line M12x1 Connector (8EA-154-4)
PNP Sensor with 90° M12x1 Connector (8EA-147-4)
NPN Sensor with 90° M12x1 Connector (8EA-155-4)
PNP Sensor with M12x1 Cable Connector (8EA-158-4)
NPN Sensor with M12x1 Cable Connector (8EA-167-4)

o

Size Description
50 Size 50 mm
63 Size 63 mm

\.

Max Holding Torque Max Holding Torque

1300 Nm [959 ft-Ib] 1800 Nm [1328 ft-Ib]

52H-3E..H.50/63

Modular manual

clamp, interchangeable
with 82M-3E...50/63

Dimensions and technical information are subject to change without notice PC-PPC | 54 @ESTQCD
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02H-3E 50MM

Enclosed Modular Manual Power Clamps | Heavy-Duty | Dimensions and Technical Specifications

Swivel Angle a2

Max. Holding . . . .
Model Torque W(T(lésj)hf ::ii L7 (with reference to opening angle of clamping arm)
(Nm) 45°  60°  75°  90° 105° 120° 135°
52H-3EO03H050.. 2,75 72 12
1300 -1° 30° | 39° | 46° 53° | 61° 70° | 81° | 92° | 103°
52H-3E23H050.. 2,79 90 21
Plan View
Bl s
ol S
gl >
26,5
95 Dimensions of
107 the Driven Shaft Hand Lever, Left Hand Lever, Right
e
111,5 :
r
5 80=0,1 " 13=+01
= 50=0,1 ‘ 10=0,1
+0,02
450, e CQ ‘ ‘ 5 48
+0,02 for @8H7 ‘ ‘
\ " Pivot S §
wot 3 %
T / Point l:,} :}
B S & 7@7 ray
- I ﬁﬂ
3 o R 3
g =, X ‘VL@: I g[ : u;L
1- % © B El: Qv 30,00;2:28H7 @ zﬁ 3,5 N
Q St w )2 v - - ;q
N QJ?;B : A i o | 9 -
- - T o 20 DEdTIGD C€ z
4(3 5 (\]‘ nlm o
o 22 ™ Y
N 52
Notice! ¢\:,w"‘g / 3.8 2
The hand lever is &’c’f = 3 N o
supplied loose enclosed. 44
Easy custom left hand or L L 76

right hand mounting in

required position. 230
74
Maximum Tooling Weight
10
9
8
) 7
Hand lever can be X 6
mounted in 3 positions £ 5
)
° 4
_ 2 s
2
o 1
~ 0
100 125 150 175 200 225 250 275 300
r Distance from pivot point to center of mass [mm]
Spare parts

Specification Base component Order no. Comment
Hand lever set 8KB-098-1
Hand lever set (weldable) 8KB-102-1
52H-3E..50  8EA-146-2 (L8) Connector 180°
Sensor box 8EA-147-2 (L9) Connector 90°

8EA-158-2 (K8) Cable Connection

DESTRACO PC-PPC | 55 Dimensions and technical information are subject to change without notice
_ a JTIIE) company



02H-3E 63MM

Enclosed Modular Manual Power Clamps | Heavy-Duty | Dimensions and Technical Specifications

Swivel Angle a2

Max. Holding . . .
Model Torque (with reference to opening angle of clamping arm)
(Nm) ' 15°  30° 45° 60° 75° 90° 105° 120°
52H-3E03HO06... 50 12
3,5 78

52H-3N0O3HO06... 55 21
52H-3E23H06... 1800 50 9% 12 0° 30° | 39° | 47° | 56° | 66° | 79° | 94° | 108°| 119°
52H-3N23HO06... 3,6 55 21
52H-3NDOHO06... 55 106 | 26

Plan View

23
1%
w 'S I
3 |8 ‘ N
ERE
26,5

Hand lever, Left Hand lever, Right

Dimensions of
the Driven Shaft

—®
]
7
-
\\is
e
3
- 3
o <
58
63,501
36,5+005

1E i E

s .|z 3
= o 2 S -
§ o me =yl )8 I
<) = _ _ @ @D —_
O— - S 35 N
Notice! o %:Brg 85| | - —— P © _22 @ ,
The hand lever is EEN 5 | 25 — - T Tl 30s01 o
supplied loose enclosed. h ‘ i s pa I 20 [ S0 reRi o
Easy custom left hand or g ° C
right hand mounting in S
required position. O <
o e e RN =
‘ 52 51
79
230
100.5 Maximum Tooling Weight
14
Hand lever 12
can be mounted
in 3 positions — 10
o
=, 8
5 6 \
2 4
&
2
0
f% | 100 125 150 175 200 225 250 275 300
R ' Distance from pivot point to center of mass [mm]
oA o5 Spare parts
@ Specification Base component Order no. Comment
Hand lever set 8KB-099-1
Hand lever set (weldable) 8KB-103-1
52H-3E...63  8EA-146-2 (L8) Connector 180°
Sensor box 8EA-147-2 (L9) Connector 90°
8EA-158-2 (K8) Cable Connection
Dimensions and technical information are subject to change without notice PC-PPC | 56 DESTI:CD
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U-ARMS GENTER (ALUMINUM)

Enclosed Modular Manual Power Clamps | Heavy-Duty | Dimensions and Technical Specifications

For Siz
or Size 50 645
30:0,2
D4 %.D [Ty [N}
i > D0 —J; ®
<
0
(9) 90,5
300,02 105101

Area of interference
Hold-down piece

must not protrude

in the interior area "R75"
due to the area of
interference.

28 10,1

90° version [

“ . . . i
s} ’ O
g -l ?__., j pening<] 8UMS504-15-144
§8 L 8UM504-25-144
‘;g % 7 8UM504-45-144
D . .
% @ Pivot point
Arm Max. Opening  Max. Opening .
Model No. 90° Version  180° Version 19t
8UM504-15-144 105° 0,44 15
8UM504-25-144 135° 120° | 045 | 25
8UM504-45-144 135° | o048 | 45
For Size 60 B4
30 o,
A [f [ [ 11
Q‘o
A Pedeoi--7 ® ﬁ
)
L L1
9) B26 =
30 =0,02 B11 e
Dimensions are only for N .
8UM631-75-204
180°
Area of interference
Hold-down piece
must not protrude in
90° version the interior area "R80"
i due to the area of
) | interference.
9 Opening <]
N 8UM634-15-144
88 8UM634-25-144
9;: 8UM634-45-144
g @ Pivot point 8UM631-75-204**
wv
Arm Max. Opening  Max. Opening .
Model No. 90° Version 180° Version Weight B2 B4
8UM634-15-144 105° 0,50 15
8UM634-25-144 135° 120° | 0,53 144 | 64,5 | 105 |90,5| 28 25
8UM634-45-144 135° 0,56 45
8UM631-75-204* 1,7 | 204 | 82 [ 165|107 ] 30 | 75
** only steel version available.
DEeSTRCO PC-PPC | 57

Dimensions and technical information are subject to change without notice
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U-ARMS OFFSET (ALUMINUM)

Enclosed Modular Manual Power Clamps | Heavy-Duty | Dimensions and Technical Specifications

" X 90,5 For Size 50
- ight—— |~ H
clamp arm, rig Eff o - 90° Left 90° Right
Lo 3002 oo ( ) ( )
< J i
"’ ® oo HEL
o Lo
300,02 105:0,1
Area of interference \
U-clamp arm, left L_M Hold-down piece

must not protrude

in the interior area "R75" -
due to the area of ;
interference

1/

90°version ‘E : Lo / N \/ 3
~ e > / . 2% .
“ , Opening<] i 57 R
\\ . | u el ) \ 2 . )
% IE N 8UL504-15-144 8UR504-15-144
:: o ® 8UL504-25-144 8UR504-25-144
; Q e @ Pivot point 8UL504-45-144 8UR504-45-144
» *90° left/180° right uses same clamp arm. 90° right/180° left uses same clamp arm.
Max. Opening  Max. Opening .
90° Version 180° Version Weight
8U(+)504-15-144 105° 0,45 15
8U(+)504-25-144 135° 120° | 046 | 25
8U(+)504-45-144 135° | 049 | 45
B26 _ For Size 63
St | 0° Left 90° Right
U-clamp arm, &b **P‘I‘I‘I 9
right SN "‘“‘gc e ) e )

©
LT

'\?L DsixPoB0d | I

5 y
-0 mEl
o
I (9)
300,02 B11 gbnze)ggcin;scaeoznly for L
U-clamp arm, B4 : A
left

Area of interference
Hold-down piece must not protrude
in the interior area "R80" due to the
area of interference

oS

90° P T ) >
on —~ o P
veren 9 | ‘ / Opening<J] \ satal \ sapl
8UL634-15-144 8UR634-15-144
88 8UL634-25-144 8UR634-25-144
5 o/ 8UL634-45-144 8UR634-45-144
g @ Pivot point 8UL631-75-204**  8UR631-75-204**
» *90° left/180° right uses same clamp arm. 90° right/180° left uses same clamp arm.
o v Mo g et 8284
8U(+)634-15-144 105° 0,52 15
8U(+)634-25-144 1350 120° | 0,54 144 | 64,5 105 |90,5| 28 25
8U(+)634-45-144 135° 0,58 45
8U(+)631-75-204** 1,9 | 204 | 82 | 165 |119] 30 | 75
** only steel version available.
Dimensions and technical information are subject to change without notice PC-PPC | 58 @ESTF’CD
a TIIED company



LATERAL (SIDE) ARMS

Enclosed Modular Manual Power Clamps | Heavy-Duty | Dimensions and Technical Specifications

For Size 50 90° Left 90° Right
(
Clamp arm on the right
YL
30*02 ; 6
85, 3 [‘—’ =

SR ——

©) 30°°% 10501 \.

10

Area of interference
hold-down pieces

144 which must be fixed
74 on the clamp arm
must not exceed
the width "20" of
_ / the clamp arm in
< T T T the SWiVe”inq range
b H M M ‘} ,/ "R75" on the inner
TR side of the clamp arm. \.
3 81G-070-1-01
. 0] i
. , pering <) 85501-25-144
90° version ®
&
5 & Pivot point
Arm Max. Opening  Max. Opening
Model No. 90° Version 180° Version
8JG-070-1-01 135° 1350 0,9 15 Models with 2 lateral
85501-25-144 1,0 | 25 ;'“j"p arms requires
clamp arm sets.
For Size 63 90° Left 90° Right
Clamp arm on the right (
FEvi — [l
s |
eo‘,y) N 30:0,2 ‘ © El
Y e i
o L
300,02 B11

Clamp arm on the left

Area of interference
hold-down pieces
which must be fixed

on the clamp arm

must not exceed
the width "20" of
the clamp arm in
the swivelling range

5 m m m | "Rjo" ?nh'helinner \_
[ side of the clamp arm
I ’ 8JG-080-1-01
- Opening<I 85631 -25-144
90° version 85631-45-144
& Pivot point 8563] -75'204

Arm Max. Opening  Max. Opening  Weight B2
Model No. 90° Version 180° Version (kg) ,

8JG-080-1-01 0,9 15

85631-25-144 135° 1350 1,0 144 74 105 | 28 25

85631-45-144 1,1 45 Models with 2 lateral

clamp arms requires

85631-75-204 15 204 ] 78 [165] 30 | 75§ clamp arm sets.

DeEeESsSTACO PC-PPC | 59 Dimensions and technical information are subject to change without notice
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LATERAL (SIDE) ARMS, NAAMS-STYLE

Enclosed Modular Manual Power Clamps | Heavy-Duty | Dimensions and Technical Specifications

For Size 50
"50 OFFSET SERIES  XXX-XX00X-X |
/
/ |
/ 7 T 25 OFFSETSERIES | KKK : 4
!/ o
/ o
J / _ g 8
R 20.00 - = - - e
L - 8
‘ 6! 0 OFFSET SERIES XXX-XXXX-X
\ / o o
/ o =)
—_ o o
‘ 5
8
S
S o
b o
o =
o I
— — - N -
o o ® v = N » c
o S & 5 o o u S 4 N
=) o © o o © o o © 3 o
T T T ] T »
LD @@@p*** -
L | ! N
0 — —
A
S 8 8

9mm Thru Hole (6.00 H7 Dowel)

90mm [3.54"] Arm Length 120mm [4.72"] Arm Length

150mm [5.90”] Arm Length

Series Arm Style Model Series Arm Style Series Arm Style Model
50 Offset A ¢ 3256 B8JG-3256-1 50 Offset A 3257 B8JG-3257-1 50 Offset A » 3258 B8JG-3258-1
25 Offset A 3246 B8JG-3246-1 25 Offset A - 3247 B81G-3247-1 25 Offset A » 3248 B8JG-3248-1
0 Offset A 3236 B8JG-3236-1 0 Offset A - 3237 B8JG-3237-1 0 Offset A - 3238 B8JG-3238-1

11mm Thru Hole (8.00 F7 Dowel)

90mm [3.54"] Arm Length 120mm [4.72"] Arm Length

150mm [5.90”] Arm Length

Arm Style Model Arm Style Arm Style
50 Offset A 1226 B8JG-1226-1 50 Offset A 1227 B8JG-1227-1 50 Offset A 1228 B8JG-1228-1
25 Offset A 1216 B8JG-1216-1 25 Offset A 1217 B8JG-1217-1 25 Offset A-1218 B8JG-1218-1
0 Offset A 1206 B8JG-1206-1 0 Offset A - 1207 B8JG-1207-1 0 Offset A+ 1208 B8JG-1208-1

A Common in North America (*) STANDARD ARM OFFERING

Maximum Opening Angle (shown in locked position)

1206-1208/3236-3238 135° 135° 100° 100° N/A N/A

1216-1218/3246-3248 135° N/A 50° 125° N/A 30°

1226-1228/3256-3258 125° N/A 35° 135° N/A 50°
Dimensions and technical information are subject to change without notice PC-PPC | 60 DEeEsSTACO

a TIED company



LATERAL (SIDE) ARMS, NAAMS-STYLE

Enclosed Modular Manual Power Clamps | Heavy-Duty | Dimensions and Technical Specifications

For Size 63mm for 23 Clamp Arm Shaft Option

.7 120 OFFSET SERIES XXXXXKKX |
/ |
S
! _/________________
!/ 1 70 OFFSET SERIES XXX-XXKX-X -
/ e
J | &
/ Tt T T T T T/~ NFE 8=
] L______________ _ 3% oN
! -~ S, o=
2 25 OFFSET SERIES XXX-XXXX-X o 82
- ! o
) L ___ | 88
0 OFFSET SERIES XXX-XXXX-X J
‘ —_—
o ® & 4
= 8 8 8 8
87 5T BN
8= 2223
Q
0
8 o
o o
o =
aaaaaa N N NN NN S O
o @ OV = N A OO N o = W A O N —_ w
G S Uuo S oo S eSS oo w3 G
o o o O O © © ©o o © O O O O o N
T ® B EFFEFTETETITI®TD == 1 = o=
=) O =2 N W WY L = o N ® A DO o © 9 N C oS
5 Sasre N2l SsaRE g3 o3
<] B 8 < 3 [
} [ 1 [ ! | ! \/!// |
| OO OO 6605 e
| | | | | | B
—— —— —— Nr— NT NT
wu oo ON NO® g oI
U w O oo U o o
o= oo oo oo o9 ©oN
o= o= o= o= of onN
135mm [5.31”] Arm Length 165mm [6.50"] Arm Length 195mm [7.68"] Arm Length

Series Arm Style Model Series Arm Style Series Arm Style Model
120 Offset A 1543 B8JG-1543-1 120 Offset A 1544 B8JG-1544-1 120 Offset A 1545 B8JG-1545-1
70 Offset A 1531 B8JG-1531-1 70 Offset A 1532 B8JG-1532-1 70 Offset A 1533 B8JG-1533-1
25 Offset A1519 B8JG-1519-1 25 Offset A 1520 B8JG-1520-1 25 Offset A 1521 B8JG-1521-1
0 Offset A 1507 B8JG-1507-1 0 Offset A 1508 B8JG-1508-1 0 Offset A 1509 B8JG-1509-1

225mm [8.86"] Arm Length 255mm [10.04"] Arm Length 285mm [11.22"] Arm Length

Arm Style Model Arm Style Model Arm Style Model
120 Offset A 1546 B8JG-1546-1 120 Offset A 1547 B8JG-1547-1 120 Offset A 1548 B8JG-1548-1
70 Offset A 1534 B8JG-1534-1 70 Offset A 1535 B8JG-1535-1 70 Offset A 1536 B8JG-1536-1
25 Offset A 1522 B8JG-1522-1 25 Offset A 1523 B8JG-1523-1 25 Offset A 1524 B8JG-1524-1
0 Offset A 1510 B8JG-1510-1 0 Offset A1511 B8JG-1511-1 0 Offset A1512 B8JG-1512-1

A Common in North America

Maximum Opening Angle (shown in locked position)

1510-1512/1507-1509 135° 135° 100° 100° N/A N/A
1522-1524/1519-1521 135° N/A 50° 130° N/A 40°
1534-1536/1531-1533 115° N/A 25° 135° N/A 75°
1546-1548/1543-1545 110° N/A 20° 135° N/A 85°
DesTACO PC-PPC | 61 Dimensions and technical information are subject to change without notice
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LATERAL (SIDE) ARMS, NAAMS-STYLE

Enclosed Modular Manual Power Clamps | Heavy-Duty | Dimensions and Technical Specifications

For Size 63mm for DO Clamp Arm Shaft Option
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165mm [6.50"] Arm Length
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195mm [7.68"] Arm Length

Series

Series Arm Style
120 Offset A 1043
70 Offset A 1031
25 Offset A 1019
0 Offset A 1007

225mm [8.86"] Arm

B8JG-1043-1
B8JG-1031-1
B8JG-1019-1
B8JG-1007-1

Length

Series
120 Offset
70 Offset
25 Offset
0 Offset

Arm Style

A ©®1044  B8JG-1044-1
A+ 1032 B8JG-1032-1
A 1020 B8JG-1020-1
A+ 1008 B8JG-1008-1

255mm [10.04”] Arm Length

120 Offset
70 Offset
25 Offset

0 Offset

A ©®1045 B8JG-1045-1
A+ 1033 B8JG-1033-1
A ®1021 B8JG-1021-1
A + 1009 B8JG-1009-1

285mm [11.22"] Arm Length

Arm Style

120 Offset A ®1046
70 Offset | A * 1034
25 Offset A ®1022
0 Offset | A®1010

A Common in North America

1010-1012/1007-1009
1022-1024/1019-1021
1034-1036/1031-1033
1046-1048/1043-1045

Dimensions and technical information are subject to change without notice

B8JG-1046-1
B8JG-1034-1
B8JG-1022-1
B8JG-1010-1

(*) STANDARD ARM OFFERING

120 Offset
70 Offset
25 Offset

0 Offset

Arm Style

A D1047 B8JG-1047-1
A +1035 B8JG-1035-1
A ®1023 B8JG-1023-1
A ®1011 B8JG-1011-1

120 Offset
70 Offset
25 Offset

0 Offset

Maximum Opening Angle (shown in locked position)

135°
135°
115°
110°

135°
N/A
N/A
N/A

100° 100°
50° 130°
25° 135°
20° 135°
PC-PPC | 62

Arm Style

A ©®1048 B8JG-1048-1
A ®1036 B8JG-1036-1
A ®1024 B8JG-1024-1
A ®1012 B8JG-1012-1

N/A
N/A
N/A
N/A

(® NON-STANDARD ARM OFFERING (extended leadtimes apply)

N/A
40°
75°
85°
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DesTACO

Netherlands

('Y
Great Britain
Auburn Hills, MI USA

Mt. Juliet, TN USA France

Red Wing, MN USA

Wheeling, IL USA

GLOBAL LOCATIONS

- NORTH AMERICA

Corporate Headquarters

Auburn Hills, Michigan

Toll Free: 1.888.DESTACO
Marketing: marketing@destaco.com

Global Technology Center

Auburn Hills, Michigan

Tel: 1.248.836.6700

Customer Service: customerservice@destaco.com

Mt. Juliet, Tennessee
Tel: 1.888.DESTACO
Customer Service: customerservice@destaco.com

Wheeling, Illinois
Tel: 1.800.645.5207
Customer Service: camco@destaco.com

Red Wing, Minnesota (Central Research Laboratories)
Tel: 651.385.2142
Customer Service: sales@centres.com

© Copyright, 2020 DESTACO. All rights for layout, photos and text rest with the publisher
DESTACO. All photomechanical or other reproductions only with our express permission.
All sales are based on our terms and conditions of sale, delivery and payment.
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China

h

Thailand

A

~ASIA

Thailand
Tel: +66-2-326-0812
Customer Service: info@destaco.com

China
Tel: +86-21-6081-2888
Customer Service: china@destaco.com

India
Tel: +91-80-41123421-426
Customer Service: india@destaco.com

EUROPE

Germany
Tel: +49-6171-705-0
Customer Service: europe@destaco.com

France
Tel: +33-4-73545001
Customer Service: france@destaco.com

:Great Britain
Tel: +44-1902-797980
Customer Service: uk@destaco.com
Spain
Tel: +34-936361680
Customer Service: spain@destaco.com

Netherlands
Tel: +31-297285332
Customer Service: benelux@destaco.com
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