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VV/856-150

Precision Guide | Ordering and Technical Information

VV85G-150

e

Stroke  Description Sensor Description
20 20 mm Stroke 00 Without Sensing System
40 40 mm Stroke L8 PNP Sensor with In-line M12x1 Connector (8EA-146-4)

N8 NPN Sensor with In-line M12x1 Connector (8EA-154-4)
L9 PNP Sensor with 90° M12x1 Connector (8EA-147-4)
N9 NPN Sensor with 90° M12x1 Connector (8EA-155-4)
K8 PNP Sensor with M12x1 Cable Connector (8EA-158-4)
K9 NPN Sensor with M12x1 Cable Connector (8EA-167-4)

I
I:

Max. Load s ]
Stroke Nm [ft-Ib] Lifting Holding

. . Force Force
mm [in] +0,2 mm [0.008 in.]
Mix Mty N [Ibf] N [Ibf]

Air Consumption per double
stroke at 5 bar [72 psi]
dm?3[in?

Weight
Kg [lbs]

VV85G-15020** 20[0.79] 0,7 [42.7]
500 [112]
VV85G-15040** 40 [1.57] 1,1 [67.1]
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VV/856-150

Precision Guide | Dimensions
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Operation with oil-free air is permissible

Dimensions and technical information are subject to change without notice PC-PGL | 2 @EST’:,CD
a I company



VV/856-150

Precision Guide | Dimensions

and Technical Specifications

L8, N8 Inductive Sensing - L9, N9 Inductive Sensing System : K8, K9 Inductive Sensing
System : with 90° Connector : System with Pigtail
Connector
: [1.85] [0.71]
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Inductive Sensor Wiring Diagram

Sensing system immune to interference

from AC / DC arc welding.
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- Sensor Cable Accessories

Sensor Cables (1 connector & 5m cable)
M12x1 connector, straight, 5-pin

M12x1 connector, 90° angular,

[@0.59] f
215
[1.65]
42
[©0.40]
10,2 —i
[0.47]
[D0.46]
11,6
Straight Cable

8EL-002-1

Order no.

8EL-002-1
4-pin 8EL-003-1
[1.04]
@0.59] |/ 26,5
215

/—>

M12x1

[@0.35]
8,8

[0.46]
211,6

Angular Cable
8EL-003-1
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Notes
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GLOBAL LOCATIONS

- NORTH AMERICA

Corporate Headquarters

Auburn Hills, Michigan

Toll Free: 1.888.DESTACO
Marketing: marketing@destaco.com

Global Technology Center

Auburn Hills, Michigan

Tel: 1.248.836.6700

Customer Service: customerservice@destaco.com

Mt. Juliet, Tennessee
Tel: 1.888.DESTACO
Customer Service: customerservice@destaco.com

Wheeling, Illinois
Tel: 1.800.645.5207
Customer Service: camco@destaco.com

Red Wing, Minnesota (Central Research Laboratories)
Tel: 651.385.2142
Customer Service: sales@centres.com
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China

h

Thailand

A

~ASIA

Thailand
Tel: +66-2-326-0812
Customer Service: info@destaco.com

China
Tel: +86-21-6081-2888
Customer Service: china@destaco.com

India
Tel: +91-80-41123421-426
Customer Service: india@destaco.com

EUROPE

Germany
Tel: +49-6171-705-0
Customer Service: europe@destaco.com

France
Tel: +33-4-73545001
Customer Service: france@destaco.com

:Great Britain
Tel: +44-1902-797980
Customer Service: uk@destaco.com
Spain
Tel: +34-936361680
Customer Service: spain@destaco.com

Netherlands
Tel: +31-297285332
Customer Service: benelux@destaco.com
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